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DW FW

Information lever sets contract range

lock centres (for plates)

profile

type of rose or plate

type of knob (for combination fittings)

spindle 8 or 10mm 

lever or knob series

fittings description  

material surface

   EST WG 181. 8 K5 / 184 PZ 72Product description 

breakdown

BZG = bathroom door set

BZK = bathroom backplates

BZL = long bathroom backplates

BZR = turn and release

DL = lever without spindle

DS = lever with spindle

DSW =  lever with special half spindle to operate 
(for combination with pull handle)

DW = lever with spindle

FS = Fire door set

FW = escape route set

KD = knob set

KDG = knob set

KF = knob fixed

KL = knob without spindle (knob to operate)

KSD = knob with spindle (knob to operate)

KSF = knob with spindle (knob fixed)

KW = knob with spindle

KWD = knob pair (one knob fixed) 

R = rose

RF = roses (for combination lever/knob fixed)

SS = escutcheon

WD = combination lever/knob (knob fixed)

WG = lever/knob set

ZD = lever pair

ZDK = combination lever/knob (knob to operate)

ZG = lever set

ZK = backplate

ZKF = backplate, (knob fixed)

ZL = long backplate

ZLF = long backplate, (knob fixed)

Explanation of short 

terms

- type

- product code

- door thickness

-  CI-dimension for lever sets type DW and FW

- Xi and Xa- measurement for lever sets FW

Order details

Ci-dimension The Ci-dimension is the distance between 

lockcase and door face.

Xi- and Xa- 

measurement
The Xi- and Xa mesurement is the distance between 

center of lockcase and door face.

www.relcross.co.uk
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Standard door thickness

 spindle fixing EST series

Levers of these series are mounted on rose inners by maintenance-free 

bearings.

Lever and rose covers made of stainless steel, material no. 1.4301  

(A2 – AISI 304), brushed finish, lever 20mm dia., knob 52mm dia., with 

spring, with 7mm spigots and concealed screw fixing using M4 plated 

socket screws.

The fittings with fixed roses/plates correspond to standard 

DIN EN 1906, category 4.

Lever set available with escutcheons lever key (BBT), euro profile (PZ), 

blind and with bathroom indicator set (coin release).

Fixing:

Bolt through fixing components are supplied pre-assembled to rose 

inners.

Mounting:

Fit components onto spindle using bolt through fixing to rose or  

plate inners.Gleitscheiben zur spielfreien
Führung des Drückers

Sicherungsring zur
festdrehbaren Verbindung

Gesicherte
Verschraubung
in Stützzapfen

Gleitlagerwerkstoff
für hohe Belastungen
und dauerhafte Funktion

Information lever sets

  8mm

72mm

35 to 44mm

  9mm

72mm

45 to 54mm

Spindle: 

Lock centre: 

Standard door thickness

Spindle: 

Lock centre: 

Standard door thickness

  8mm

78mm

  35 to 44mm

8, 9, 10mm

72, 92mm

60 to 65mm

10mm

92mm

65 to 74mm

Lock for bathroom doors:

DIN standard

Lock for narrow profile doors:

DIN standard

Lock for external doors:

DIN standard

Lock for internal doors:

DIN standard

Lock for fire doors:

DIN standard

www.relcross.co.uk
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series EST 41

EST 41   with fixed roses

Fittings with fixed roses correspond to standard DIN EN 1906, category 4 and 

standard DIN 18255. Fittings for fire doors with additional through spindle  

fixing correspond to DIN 18273/DIN EN 179. 

Levers and covers made of stainless steel, material no. 1.4301 (A2 – AISI 304), 

brushed finish, knob only fixed, with fixed roses in maintenance-free bearings 

with additional spindle.

Lever sets with roses supplied with spring, with 7mm spigots and concealed 

screw fixing using M4 plated socket screws. 

Lever sets with backplates supplied without spring, with 8mm spigots.

Available as lever set, combination lever/knob set with escutcheons.

Possible profile: lever key (BBT), euro profile cylinder (PZ), blind (latch) and 

bathroom door coin release.

 EST K5  EST K3

German standard:

DIN 18255 

DIN 18273

for fire doors T30 - T120

DIN EN 1906

category 4

DIN EN 179

Escape and 

emergency route

www.relcross.co.uk
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series EST 41

Lever set

EST.ZG…41…/40 PZ    2287 120 2287 121 2287 190 2287 191

EST.ZG 41…/40 BBT    2287 110  

EST.ZG…41…/40 Blind    2287 150  2287 200

EST.BZG 41…/40 Coin release    2287 130 

Combination lever/knob set WG (Knob fixed)

EST.WG…41…/40 PZ right   2287 430 2287 431 2287 490

EST.WG…41…/40 PZ left (as illustrated)   2287 440 2287 441  2287 491

EST.WG 41…/40 BBT right   2287 410

EST.WG 41…/40 BBT left (as illustrated)   2287 420 

EST.WG…41…/40 Blind right   2287 450  2287 500

EST.WG…41…/40 Blind left (as illustrated)   2287 460  2287 501

Lever set

EST.ZG…41…/43 PZ 72   2329 020  2329 070 2329 071

EST.ZG 41.8/43 BBT 72   2329 010

EST.ZG…41…/43 Blind    2329 050  2329 100

EST.BZG 41.8/43 Coin release 8.78   2329 030

EST.BZG 41.8/43 Coin release 8.72   2329 031

Combination lever/knob set WG (Knob fixed)

EST.WG…41…/43 PZ 72   2329 120  2329 170 

EST.WG…41…/43 Blind   2329 150  

Lever pair (with socket screws and spindle)

EST.ZD…41…/40 pair   2329 210 2329 211 2329 310

Combination lever/knob (with socket screws and spindle)

EST.WD…41…K5/40 right   2329 240 2329 241 2329 350

EST.WD…41…K5/40 left (as illustrated)   2329 242 2329 243 2329 351

Lever without spindle (with socket screws)

EST.DL…41…/40 right, each   2329 230  2329 330

EST.DL…41…/40 left, each (as illustrated)   2329 231  2329 331

Knob fixed

EST.KF…5/40, without spindle   2286 080 2286 080 2286 085

EST.KF…3/40, without spindle   2286 095 2286 095 2286 095

Lever with spindle

Specify Ci and TS!

EST.DW...41.../40 Blind right (with outer rose)   2329 271  2329 371

EST.DW...41.../40 Blind left (with outer rose) as illustrated   2329 281  2329 381

EST.DW...41.../40 right (without outer rose)   2329 270  2329 370

EST.DW...41.../40 left (without outer rose)    2329 280  2329 380

Window handle EST.FG 40 Description page 46 2102 040 (Product group 6300)

Escutcheons and Fixing sets
page 22

Levers and covers made of stainless steel,  
material - V2A - no. 1.4301 (A2 – AISI 304)

Standard door thickness (TS) see page 5

Product code Product code Product code Product code

Product group 6300

 8
DIN standard

 10
PZ 92

 9 FS
PZ 72

 9 FW
PZ 72

www.relcross.co.uk
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series EST 51

EST 51   with fixed roses

Fittings with fixed roses correspond to standard DIN EN 1906, category 4 and 

standard DIN 18255. Fittings for fire doors with additional through spindle  

fixing correspond to DIN 18273.

Levers and covers made of stainless steel, material no. 1.4301 (A2 – AISI 304), 

brushed finish, knob only fixed, with fixed roses in maintenance-free bearings 

with additional spindle.

Lever sets with roses supplied with spring, with 7mm spigots and concealed 

screw fixing using M4 plated socket screws. 

Lever sets with backplates supplied without spring, with 8mm spigots.

Available as lever set, combination lever/knob set with escutcheons.

Possible profile: lever key (BBT), euro profile cylinder (PZ), blind (latch) and 

bathroom door coin release.

German standard:

DIN 18255 

DIN 18273

for fire doors T30 - T120

DIN EN 1906

category 4

 EST K5  EST K3
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series EST 51

Lever set

EST.ZG…51…/40 PZ   2287 020 2287 021 2287 090

EST.ZG 51…/40 BBT   2287 010 

EST.ZG…51…/40 Blind   2287 050  2287 100

EST.BZG 51…/40 Coin release…   2287 030  

Combination lever/knob set WG (Knob fixed)

EST.WG…51…K5/40 PZ right   2287 330 2287 331 2287 390

EST.WG…51…K5/40 PZ left (as illustrated)   2287 340 2287 341 2287 391

EST.WG 51…K5/40 BBT right   2287 310 

EST.WG 51…K5/40 BBT left (as illustrated)   2287 320  

EST.WG…51…K5/40 Blind right   2287 350  2287 400

EST.WG…51…K5/40 Blind left (as illustrated)   2287 360  2287 401

Lever set

EST.ZG…51…/43 PZ 72   2331 020  2331 070

EST.ZG 51…/43 BBT 72   2331 010 

EST.ZG…51…/43 Blind    2331 050  2331 100

EST.BZG 51…/43 Coin release 78   2331 030 

EST.BZG 51…/43 Coin release 72   2331 031 

Combination lever/knob set WG (Knob fixed)

EST.WG…51…/43 PZ 72   2331 120  2331 170

EST.WG 51…/43 Blind   2331 150  

Lever pair (with socket screws and spindle)

EST.ZD…51…/40 pair   2331 210 2331 211 2331 310

Combination lever/knob (with socket screws and spindle)

EST.WD…51…K5/40 right   2331 240 2331 241 2331 350

EST.WD…51…K5/40 left (as illustrated)   2331 242 2331 243 2331 351

Lever without spindle (with socket screws)

EST.DL…51…/40 right, each   2331 230  2331 330

EST.DL…51…/40 left, each (as illustrated)   2331 231  2331 331

Knob fixed

EST.KF…5/40, without spindle   2286 080 2286 080 2286 085

EST.KF…3/40, without spindle   2286 095 2286 095 2286 095

Lever with spindle

Specify Ci and TS!

EST.DW...51.../40 Blind right (with outer rose)   2331 271  2331 371

EST.DW...51.../40 Blind left (with outer rose) as illustrated  2331 281  2331 381 

EST.DW...51.../40 right (without outer rose)   2331 270  2331 370

EST.DW...51.../40 left (without outer rose)   2331 280  2331 380

Window handle EST.FG 50 Description page 46 2102 050 (Product group 6300)

Escutcheons and Fixing sets
page 22

Levers and covers made of stainless steel,  
material - V2A - no. 1.4301 (A2 – AISI 304)

Standard door thickness (TS) see page 5

 8
DIN standard

 10
PZ 92

 9 FS
PZ 72

Product code Product code Product code

Product group 6300

www.relcross.co.uk
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series EST 21

EST 21   with fixed roses

Fittings with fixed roses correspond to standard DIN EN 1906, category 4 and 

standard DIN 18255. Fittings for fire doors with additional through spindle  

fixing correspond to DIN 18273.

Levers and covers made of stainless steel, material no. 1.4301 (A2 – AISI 304), 

brushed finish, knob only fixed, with fixed roses in maintenance-free bearings 

with additional spindle.

Lever sets with roses supplied with spring, with 7mm spigots and concealed 

screw fixing using M4 plated socket screws. 

Lever sets with backplates supplied without spring, with 8mm spigots.

Available as lever set, combination lever/knob set with escutcheons.

Possible profile: lever key (BBT), euro profile cylinder (PZ), blind (latch) and 

bathroom door coin release.

 EST K5  EST K3

German standard:

DIN 18255 

DIN 18273

for fire doors T30 - T120

DIN EN 1906

category 4

www.relcross.co.uk



11

series EST 21

Lever set

EST.ZG…21…/40 PZ   2287 220 2287 221 2287 290

EST.ZG 21…/40 BBT   2287 210  

EST.ZG…21…/40 Blind   2287 250  2287 300

EST.BZG 21…/40 Coin release…   2287 230 

Combination lever/knob set WG (Knob fixed)

EST.WG…21…K5/40 PZ right   2287 530 2287 531 2287 590

EST.WG…21…K5/40 PZ left (as illustrated)   2287 540 2287 541 2287 591

EST.WG 21…K5/40 BBT right   2287 510  

EST.WG 21…K5/40 BBT left (as illustrated)   2287 520  

EST.WG…21…K5/40 Blind right   2287 550  2287 600

EST.WG…21…K5/40 Blind left (as illustrated)   2287 560  2287 601

Lever set

EST.ZG…21…/43 PZ 72   2327 020  2327 070

EST.ZG 21…/43 BBT 72   2327 010 

EST.ZG…21…/43 Blind    2327 050  2327 100

EST.BZG 21…/43 Coin release 78   2327 030 

Combination lever/knob set WG (Knob fixed)

EST.WG…21…K5/43 PZ 72   2327 120  2327 170

EST.WG 21…K5/43 Blind   2327 150  

Lever pair (with socket screws and spindle)

EST.ZD…21…/40 pair   2327 210 2327 211 2327 310

Combination lever/knob (with socket screws and spindle)

EST.WD…21…K5/40 right   2327 240 2327 241 2327 350

EST.WD…21…K5/40 left (as illustrated)   2327 242 2327 243 2327 351

Lever without spindle (with socket screws)

EST.DL…21…/40 right, each   2327 230  2327 330

EST.DL…21…/40 left, each (as illustrated)   2327 231  2327 331

Knob fixed

EST.KF…5/40, without spindle   2286 080 2286 080 2286 085

EST.KF…3/40, without spindle   2286 095 2286 095 2286 095

Lever with spindle 

Specify Ci and TS!

EST.DW...21.../40 Blind right (with outer rose)   2327 271  2327 371

EST.DW...21.../40 Blind left (with outer rose) as illustrated  2327 281  2327 381

EST.DW...21.../40 right (without outer rose)   2327 270  2327 370

EST.DW...21.../40 left (without outer rose)   2327 280  2327 380

Window handle EST.FG 20 Description page 46 2102 020 (Product group 6300)

Escutcheons and Fixing sets
page 22

Levers and covers made of stainless steel,  
material - V2A - no. 1.4301 (A2 – AISI 304)

Standard door thickness (TS) see page 5

 8
DIN standard

 10
PZ 92

 9 FS
PZ 72

Product code Product code Product code

Product group 6300

www.relcross.co.uk
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EST 61   with fixed roses

Fittings with fixed roses correspond to standard DIN EN 1906, category 4 and 

standard DIN 18255. Fittings for fire doors with additional through spindle  

fixing correspond to DIN 18273/DIN EN 179. 

Levers and covers made of stainless steel, material no. 1.4301 (A2 – AISI 304), 

brushed finish, knob only fixed, with fixed roses in maintenance-free bearings 

with additional spindle.

Lever sets with roses supplied with spring, with 7mm spigots and concealed 

screw fixing using M4 plated socket screws. 

Lever sets with backplates supplied without spring, with 8mm spigots.

Available as lever set, combination lever/knob set with escutcheons.

Possible profile: lever key (BBT), euro profile cylinder (PZ), blind (latch) and 

bathroom door coin release.

series EST 61

 EST K5  EST K3

German standard:

DIN 18255 

DIN 18273

for fire doors T30 - T120

DIN EN 1906

category 4

DIN EN 179

Escape and 

emergency route

www.relcross.co.uk
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series EST 61

Lever set

EST.ZG…61…/40 PZ    2297 120 2297 121 2297 190 2297 192

EST.ZG 61…/40 BBT    2297 110  

EST.ZG…61…/40 Blind    2297 150  2297 191

EST.BZG 61…/40 Coin release    2297 130  

Combination lever/knob set WG (Knob fixed)

EST.WG…61…K5/40 PZ right   2297 430 2297 431 2297 490

EST.WG…61…K5/40 PZ left (as illustrated)   2297 440 2297 441  2297 491

EST.WG 61…K5/40 BBT right   2297 410 

EST.WG 61…K5/40 BBT left (as illustrated)   2297 420  

EST.WG…61…K5/40 Blind right   2297 450  2297 500

EST.WG…61…K5/40 Blind left (as illustrated)   2297 460  2297 501

Lever set

EST.ZG…61…/43 PZ 72   2332 020  2332 070 2332 071

EST.ZG 61…/43 BBT 72   2332 010

EST.ZG…61…/43 Blind    2332 050  2332 100

EST.BZG 61…/43 Coin release 78   2332 030

Combination lever/knob set WG (Knob fixed)

EST.WG…61…/43 PZ 72   2332 120  2332 170

EST.WG 61…/43 Blind   2332 150  

Lever pair (with socket screws and spindle)

EST.ZD…61…/40 pair   2332 210 2332 211 2332 310

Combination lever/knob (with socket screws and spindle)

EST.WD…61…K5/40 right   2332 240 2332 241 2332 350

EST.WD…61…K5/40 left (as illustrated)   2332 242 2332 243 2332 351

Lever without spindle (with socket screws)

EST.DL…61…/40 right, each   2332 230  2332 330

EST.DL…61…/40 left, each (as illustrated)   2332 231  2332 331

Knob fixed

EST.KF…5/40, without spindle   2286 080 2286 080 2286 085

EST.KF…3/40, without spindle   2286 095 2286 095 2286 095

Lever with spindle 

Specify Ci and TS!

EST.DW...61.../40 Blind right (with outer rose)   2332 271  2332 371

EST.DW...61.../40 Blind left (with outer rose) as illustrated  2332 281  2332 381

EST.DW...61.../40 right (without outer rose)   2332 270  2332 370

EST.DW...61.../40 left (without outer rose)    2332 280  2332 380

Window handle EST.FG 60 Description page 46 2102 060 (Product group 6300)

Escutcheons and Fixing sets
page 22

Product code Product code Product code Product code

Product group 6300

 8
DIN standard

 10
PZ 92

 9 FS
PZ 72

 9 FW
PZ 72

Levers and covers made of stainless steel,  
material - V2A - no. 1.4301 (A2 – AISI 304)

Standard door thickness (TS) see page 5

www.relcross.co.uk
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series EST 31

EST 31   with fixed roses

Fittings with fixed roses correspond to standard DIN EN 1906, category 4 and 

standard DIN 18255. 

Levers and covers made of stainless steel, material no. 1.4301 (A2 – AISI 304), 

brushed finish, knob only fixed, with fixed roses in maintenance-free bearings 

with additional spindle.

Lever sets with roses supplied with spring, with 7mm spigots and concealed 

screw fixing using M4 plated socket screws. 

Lever sets with backplates supplied without spring, with 8mm spigots.

Available as lever set, combination lever/knob set with escutcheons.

Possible profile: lever key (BBT), euro profile cylinder (PZ), blind (latch) and 

bathroom door coin release.

German standard:

DIN 18255 

DIN EN 1906

category 4

 EST K5  EST K3

www.relcross.co.uk
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series EST 31

Lever set

EST.ZG   31…/40 PZ 2297 020

EST.ZG   31…/40 BBT 2297 010

EST.ZG   31…/40 Blind 2297 050

EST.BZG 31…/40 Coin release… 2297 030

Combination lever/knob set WG (Knob fixed)

EST.WG 31…K5/40 PZ right 2297 330

EST.WG 31…K5/40 PZ left (as illustrated) 2297 340

EST.WG 31…K5/40 BBT right 2297 310

EST.WG 31…K5/40 BBT left (as illustrated) 2297 320

EST.WG 31…K5/40 Blind right 2297 350

EST.WG 31…K5/40 Blind left (as illustrated) 2297 360

Lever pair (with socket screws and spindle)

EST.ZD 31…/40 pair 2328 210

Combination lever/knob (with socket screws and spindle)

EST.WD 31…K5/40 right 2328 240

EST.WD 31…K5/40 left (as illustrated) 2328 242

Lever without spindle (with socket screws)

EST.DL 31…/40 right, each 2328 230

EST.DL 31…/40 left, each (as illustrated) 2328 231

Knob fixed

EST.KF…5/40, without spindle 2286 080

EST.KF…3/40, without spindle 2286 095

Lever with spindle 

Specify Ci and TS!

EST.DW 31.../40 Blind right (with outer rose) 2328 271

EST.DW 31.../40 Blind left (with outer rose) as illustrated 2328 281

EST.DW 31.../40 right (without outer rose) 2328 270

EST.DW 31.../40 left (without outer rose)  2328 280

Escutcheons and Fixing sets
page 22

 8
DIN standard

Product group 6300

Levers and covers made of stainless steel,  
material - V2A - no. 1.4301 (A2 – AISI 304)

Standard door thickness (TS) see page 5

Product code

www.relcross.co.uk
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EST 41.175   with fixed roses

Fittings with fixed roses correspond to standard DIN EN 1906, category 4 and 

standard DIN 18255. Fittings for fire doors with additional through spindle  

fixing correspond to DIN 18273/DIN EN 179. 

Levers and covers made of stainless steel, material no. 1.4301 (A2 – AISI 304), 

brushed finish, knob only fixed, with fixed roses in maintenance-free bearings 

with additional spindle.

Lever sets with roses supplied with spring, with 7mm spigots and concealed 

screw fixing using M4 plated socket screws. 

Lever sets with backplates supplied without spring, with 8mm spigots.

Available as lever set, combination lever/knob set with escutcheons.

Possible profile: lever key (BBT), euro profile cylinder (PZ), blind (latch) and 

bathroom door coin release.

series EST 41.175

 EST K5  EST K3

German standard:

DIN 18255 

DIN 18273

for fire doors T30 - T120

DIN EN 1906

category 4

DIN EN 179

Escape and 

emergency route

www.relcross.co.uk
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series EST 41.175

Lever set

(with screws and spindle for standard  

door thickness)

EST.ZG…41.175…/40 PZ    2330 020 2330 021 2330 090 2330 091

EST.ZG 41.175…/40 BBT    2330 010  

EST.ZG…41.175…/40 Blind    2330 050  2330 100

EST.BZG 41.175…/40 Coin release    2330 030   

Lever set

(Please indicate door thickness)

EST.ZG…  41.175…/78 PZ      2330 120  2330 190 2330 191

EST.ZG…  41.175…/78 BBT     2330 110   

EST.ZG…  41.175…/78 RZ 22 CH     2330 900  2330 910 2330 911

EST.ZG…  41.175…/78 Blind    2330 150  2330 200 

EST.BZG…41.175…/78 Coin release right   2330 130   

*EST.BZG…41.175…/78 Coin release left    2330 131  

Lever pair (with socket screws and spindle)

EST.ZD…41.175…/40 pair   2330 410 2330 411 2330 310

Combination lever/knob (with socket screws and spindle)

EST.WD…41.175…K5/40 right   2330 440 2330 441 2330 350

*EST.WD…41.175…K5/40 left    2330 442 2330 443 2330 351

Lever without spindle (with socket screws)

EST.DL…41.175…/40 right, each   2330 430  2330 330

*EST.DL…41.175…/40 left, each    2330 431  2330 331

Knob fixed

EST.KF…5/40, without spindle   2286 080 2286 080 2286 085

EST.KF…3/40, without spindle   2286 095 2286 095 2286 095

Lever with spindle

Specify Ci and TS!

EST.DW...41.175.../40 Blind right (with outer rose)   2330 471 2330 473 2330 371 2638 810

*EST.DW...41.175.../40 Blind left (with outer rose)    2330 481 2330 483 2330 381 2638 810

EST.DW...41.175.../40 right (without outer rose)   2330 470 2330 472 2330 370 2638 910

EST.DW...41.175.../40 left (without outer rose)    2330 480 2330 482 2330 380 2638 910

Escutcheons and Fixing sets 

page 22

* Explanation as illustrated

Product code Product code Product code Product code

Product group 6300

 8
DIN standard

 10
PZ 92

 9 FS
PZ 72

 9 FW
PZ 72

Levers and covers made of stainless steel,  
material - V2A - no. 1.4301 (A2 – AISI 304)

Standard door thickness (TS) see page 5

www.relcross.co.uk
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EST 11   with fixed roses

Fittings with fixed roses correspond to standard DIN EN 1906, category 4 and 

standard DIN 18255. Fittings for fire doors with additional through spindle  

fixing correspond to DIN 18273/DIN EN 179. 

Levers and covers made of stainless steel, material no. 1.4301 (A2 – AISI 304), 

brushed finish, knob only fixed, with fixed roses in maintenance-free bearings 

with additional spindle.

Lever sets with roses supplied with spring, with 7mm spigots and concealed 

screw fixing using M4 plated socket screws. 

Lever sets with backplates supplied without spring, with 8mm spigots.

Available as lever set, combination lever/knob set with escutcheons.

Possible profile: lever key (BBT), euro profile cylinder (PZ), blind (latch) and 

bathroom door coin release.

series EST 11

 EST K5  EST K3

German standard:

DIN 18255 

DIN 18273

for fire doors T30 - T120

DIN EN 1906

category 4

DIN EN 179

Escape and 

emergency route
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Product code Product code Product code Product code

Product group 6300

 8
DIN standard

 10
PZ 92

 9 FS
PZ 72

 9 FW
PZ 72

Lever set

EST.ZG…11…/40 PZ    2326 020 2326 021 2326 070 2326 071

EST.ZG 11…/40 BBT    2326 010  

EST.ZG…11…/40 Blind    2326 050  2326 100

EST.BZG 11…/40 Coin release    2326 030  

Combination lever/knob set WG (Knob fixed)

EST.WG…11…K5/40 PZ right   2326 120 2326 122 2326 170

EST.WG…11…K5/40 PZ left (as illustrated)   2326 121 2326 123 2326 171

EST.WG 11…K5/40 BBT right   2326 110  

EST.WG 11…K5/40 BBT left (as illustrated)   2326 111  

EST.WG…11…K5/40 Blind right   2326 150  2326 200

EST.WG…11…K5/40 Blind left (as illustrated)   2326 151  2326 201

Lever pair (with socket screws and spindle)

EST.ZD…11…/40 pair   2326 210 2326 211 2326 310

Combination lever/knob (with socket screws and spindle)

EST.WD…11…K5/40 right   2326 240 2326 241 2326 350

EST.WD…11…K5/40 left (as illustrated)   2326 242 2326 243 2326 351

Lever without spindle (with socket screws)

EST.DL…11…/40 right, each   2326 230  2326 330

EST.DL…11…/40 left, each (as illustrated)   2326 231  2326 331

Knob fixed

EST.KF…5/40, without spindle   2286 080 2286 080 2286 085

EST.KF…3/40, without spindle   2286 095 2286 095 2286 095

Lever with spindle 

Specify Ci and TS!

EST.DW...11.../40 Blind right (with outer rose)   2326 271  2326 371

EST.DW...11.../40 Blind left (with outer rose) as illustrated  2326 281  2326 381

EST.DW...11.../40 right (without outer rose)   2326 270  2326 370

EST.DW...11.../40 left (without outer rose)    2326 280  2326 380

Escutcheons and Fixing sets
page 22

series EST 11

Levers and covers made of stainless steel,  
material - V2A - no. 1.4301 (A2 – AISI 304)

Standard door thickness (TS) see page 5

www.relcross.co.uk



20

series EST 91

EST 91   with fixed roses

Fittings with fixed roses correspond to standard DIN EN 1906, category 4 and 

standard DIN 18255. Fittings for fire doors with additional through spindle  

fixing correspond to DIN 18273.

Levers and covers made of stainless steel, material no. 1.4301 (A2 – AISI 304), 

brushed finish, knob only fixed, with fixed roses in maintenance-free bearings 

with additional spindle.

Lever sets with roses supplied with spring, with 7mm spigots and concealed 

screw fixing using M4 plated socket screws. 

Lever sets with backplates supplied without spring, with 8mm spigots.

Available as lever set, combination lever/knob set with escutcheons.

Possible profile: lever key (BBT), euro profile cylinder (PZ), blind (latch) and 

bathroom door coin release.

2
0

 EST K5  EST K3

German standard:

DIN 18255 

DIN 18273

for fire doors T30 - T120

DIN EN 1906

category 4
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series EST 91

Lever set and spindle

EST.ZG…91…/40 PZ    2334 020  2334 021 2334 070

EST.ZG 91…/40 BBT    2334 010  

EST.ZG…91…/40 Blind    2334 050   2334 100

EST.BZG 91…/40 Coin release    2334 030   

Combination lever/knob set WG (Knob fixed)

EST.WG…91…K5/40 PZ right   2334 120  2334 122  2334 170 

EST.WG…91…K5/40 PZ left (as illustrated)   2334 121  2334 123  2334 171 

EST.WG 91…K5/40 BBT right   2334 110 

EST.WG 91…K5/40 BBT left (as illustrated)   2334 111 

EST.WG…91…K5/40 Blind right   2334 150  2334 200

EST.WG…91…K5/40 Blind left (as illustrated)   2334 151  2334 201

Lever pair (with socket screws and spindle)

EST.ZD…91…/40 pair   2334 210 2334 211 2334 310

Combination lever/knob (with socket screws and spindle)

EST.WD…91…K5/40 right   2334 240 2334 241 2334 350

EST.WD…91…K5/40 left (as illustrated)   2334 242 2334 243 2334 351

Lever without spindle (with socket screws)

EST.DL…91…/40 right, each   2334 230  2334 330

EST.DL…91…/40 left, each (as illustrated)   2334 231  2334 331

Knob fixed

EST.KF…5/40, without spindle   2286 080 2286 080 2286 085

EST.KF…3/40, without spindle   2286 095 2286 095 2286 095

Lever with spindle 

Specify Ci and TS!

EST.DW...91.../40 Blind right (with outer rose)   2334 271 2334 273 2334 371

EST.DW...91.../40 Blind left (with outer rose) as illustrated  2334 281 2334 283 2334 381

EST.DW...91.../40 right (without outer rose)   2334 270 2334 272 2334 370

EST.DW...91.../40 left (without outer rose)    2334 280 2334 282 2334 380

MS.EST.WG… x 103mm für TS 76 - 85mm   2287 823 2287 873 2287 723

Escutcheons and Fixing sets
page 22

Levers and covers made of stainless steel,  
material - V2A - no. 1.4301 (A2 – AISI 304)

Standard door thickness (TS) see page 5

 8
DIN standard

 10
PZ 92

 9 FS
PZ 72

Product code Product code Product code

Product group 6300
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 8
DIN standard

 10
PZ 92

 9 FS
PZ 72

Product code Product code Product code

Product group 6300

Escutcheons, Fixing sets

Escutcheons, TS 35 - 45mm
(with socket screws)

EST.SS… 40 PZ, pair   2297 220 2297 220 2279 722

EST.SS… 40 BBT, pair   2297 210 2297 210 

EST.SS 40 RZ 22 CH, pair   2288 440

EST.SS… 40 Blind, pair   2297 200 2297 200 2279 702

EST.BZR… 40 Coin release, BZR-VKT 6-8, pair   2297 280 2297 280 

Fixing sets for EST.ZG

(Fixing sets include spindle and screws for the 
mentioned door thickness)

MS.EST.ZG… x 100mm TS 35 - 45mm   2287 739 2287 769 2287 709

MS.EST.ZG… x 110mm TS 46 - 55mm   2287 740 2287 770 2287 710

MS.EST.ZG… x 120mm TS 56 - 65mm   2287 741 2287 771 2287 711

MS.EST.ZG… x 130mm TS 66 - 75mm   2287 742 2287 772 2287 712

MS.EST.ZG… x 140mm TS 76 - 85mm   2287 743 2287 773 2287 713

fixing sets for EST.WG

(Fixing sets include half spindle and screws for 
the mentioned door thickness)

MS.EST.WG… x   63mm TS 35 - 45mm   2287 819 2287 869 2287 719

MS.EST.WG… x   73mm TS 46 - 55mm   2287 820 2287 870 2287 720

MS.EST.WG… x   83mm TS 56 - 65mm   2287 821 2287 871 2287 721

MS.EST.WG… x   93mm TS 66 - 75mm   2287 822 2287 872 2287 722

MS.EST.WG… x 103mm TS 76 - 85mm   2287 823 2287 873 2287 723

Escutcheons made of stainless steel, material - V2A -  

no. 1.4301 (A2 – AISI 304)

Standard door thickness (TS) see page 5
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Security hardware

page 

series 41

Description 24 - 25

Description 24 - 25

Description 24 - 25

Description 24 - 25

series 41

series 21

series 21

EST SBG 41.… K3

EST SBGD 41…

EST SBG 21… K3

EST SBGD 21…
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Information Security hardware

fixed knob 

K3

cover plate

12mm

spigots with protection 

against drilling

stainless steel 

protection 

against drilling

DIN 18257 - ES1

Knob/lever security hardware SBG 

with K3 knob fixed.

Lever fitting security hardware SBGD 

EST.SBG/SBGD 41, 21

NORMBAU Security fittings EST.SBG/SGBD Series EST 41 and 21 - NORMBAU 

lever fitting security hardware with long plates according to German standard 

DIN 18 257 – ES 1.

Levers, fixed knob and plate covers made of stainless steel, material no. 1.4301 

(A2 - AISI 304).

Outer plate with integrated hardened steel inner and concealed 3-point-screw 

fixing in spigots dia. 10mm with protection against drilling.

Special spindle to operate with thread M12 

Easy to fix installation.

8mm spindle for standard door thickness 35 to 45mm, 10mm spindle for  

standard door thickness 65 to 75mm.
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Security hardware series EST 41 / 21

 8
DIN standard

 10
DIN standard

EST.SBG 41.8 K3 /89 PZ  2277 041

EST.SBG 41.10 K3 /89 PZ 92  2277 043

EST.SBGD 41.8./89 PZ 72 2277 011

EST.SBGD 41.10./89 PZ 92  2277 010

EST.SBG 21.8 K3 /89 PZ 72  2277 141

EST.SBG 21.10 K3 /89 PZ 92  2277 143

EST.SBGD 21.8./89 PZ 72 2277 111

EST.SBGD 21.10./89 PZ 92  2277 110

Security hardware EST. SBG…. / EST.SBGD….

According to German standard DIN 18 257 – ES1. Levers, fixed knob and 

plate covers made of stainless steel, material no. 1.4301 (A2 – AISI 304).

Brushed finish. Levers in maintenance-free bearings and additional 

spindle fixing with spring, outer height of cover plate 12mm, inner height 

10mmm, with concealed 3-point-screw fixing in spigots with protection 

against drilling.

8mm spindle for standard door thickness 35 to 45mm

10mm spindle for standard door thickness 65 to 75mm

Product code Product code

Product group 6300

Fixing sets for EST.SBG

Consisting of spindle to operate and screws 
for differing door thicknesses.

Spindle 8mm

MS EST SBG  8 x 100mm  TS 45-55mm 2286 430

MS EST SBG  8 x 115mm  TS 55-65mm 2286 440

Spindle 10mm

MS EST SBG   10 x 145mm  TS 75-85mm  2286 450

Fixing sets for EST.SBGD

Consisting of spindle and screws 
for differing door thicknesses.

Spindle 8mm

MS EST SBGD   8 x 115mm  TS 45-55mm 2286 400

MS EST SBGD   8 x 120mm  TS 55-65mm 2286 410

Spindle 10mm

MS EST SBGD 10 x 130mm  TS 75-85mm  2286 420
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Security roses series EST

EST.SRZ 70 PZ, piece, outside

NT.SS 77 PZ, piece, inside

Security roses EST.SRZ 40 PZ

with self-adjusting cylinder, cover for cylinder length of 10-13mm, 

outer door rose made of steel, rose cover made of stainless steel, 

material no. 1.4301 (A2-AISI 304), brushed finish, with spigots and 

concealed fixing, door thickness 47-51mm.

Security roses EST.SRZ 70 PZ

with self-adjusting cylinder, cover for cylinder length of 9-11mm, 

outer door rose made of steel, rose cover made of stainless steel, 

material no. 1.4301 (A2-AISI 304), brushed finish, 

concealed fixing from front side.  

Supplied without screws.

Description
Product group 6300

Product code / €

EST.SRZ 40 PZ, pair 2286 155

EST.SRZ 70 PZ, piece, outside 2286 156

NT.SS 77 PZ, piece, inside 2298 320
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EST 41 page

Description 28 - 29

EST 51

Description 30 - 31

EST 21 

Description 32 - 33

EST 1141 

Description 34 - 35

EST 1121 

Description 36 - 37

EST 1161

Description 38 - 39

EST 71 

Description 40 - 41

EST 1111

Description 42 - 43

Lever sets series EST for narrow profile doorswith fixed roses 

Escutcheons,  

Fixing sets EST.ZG / EST.WG

Description 44
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l EST K3

EST 41   with fixed roses

Fittings with fixed roses for narrow profile doors correspond to standard  

DIN EN 1906, category 4 and standard DIN 18255. Fittings for fire doors with  

additional through spindle fixing correspond to DIN 18273/DIN EN 179. 

Levers and covers made of stainless steel, material no. 1.4301 (A2 – AISI 304), 

brushed finish, knob only fixed, with fixed roses in maintenance-free bearings 

with additional spindle.

Lever sets with roses supplied with spring and concealed screw fixing.  

Lever sets with backplates supplied without spring.

Available as lever set, combination lever/knob set with escutcheons  

euro profile (PZ)..

Standard door thickness 56 - 75mm, combination lever/knob set 54 - 63mm.

series EST 41 for narrow profile doors

German standard:

DIN 18255 

DIN 18273

for fire doors T30 - T120

DIN EN 1906

category 4

DIN EN 179

Escape and 

emergency route
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Levers and covers made of stainless steel,  

material - V2A - no. 1.4301 (A2 – AISI 304)

Standard door thickness (TS) see page 28

Lever set

EST.ZG…41…/77 PZ   2301 240 2301 740 2301 440 2301 442

Combination lever/knob set WG

EST.WG…41…K3/77 PZ right   2302 240 2302 740 2302 440 2302 442

EST.WG…41…K3/77 PZ left (as illustrated)   2302 241 2302 741 2302 441 2302 443

Lever set

EST.ZG…41…/46 PZ 72    2336 220 2336 720 2336 420

EST.ZG…41…/46 PZ 92   2336 230 2336 723 2336 423

EST.ZG…41…/46 Blind   2336 250 2336 750 2336 450

EST.ZG…41…/46 PZ 78 CH standard   2336 260

EST.ZG…41…/46 RZ 22 CH standard 22-74mm   2336 270

EST.ZG…41…/46 RZ 22 CH standard 22-78mm   2336 273

EST.ZG…41…/46 RZ 22-94 CH standard   2336 276

Lever pair

EST.ZD…41…/77    2301 241 2301 741 2301 441 2301 443

Combination lever/knob 

EST.WD…41…K3/77 right    2302 242 2302 742 2302 444

EST.WD…41…K3/77 left (as illustrated)   2302 243 2302 743 2302 445

Lever with spindle

Specify Ci and TS!

EST.DW…41…/77 right    2302 244 2302 744 2302 746

EST.DW…41…/77 left (as illustrated)   2302 245 2302 745 2302 747

Lever without spindle

EST.DL... 41…/77 right    2301 242 2301 040 2301 040

EST.DL... 41…/77 left   2301 243 2301 041 2301 041

(as illustrated explanation right)

Knob fixed 

EST.KF FS 3/77   2286 090 2286 090 2286 090

Lever without spindle

EST.DL 41…/46 PZ 72 right    2336 221 2336 721 2336 421

EST.DL 41…/46 PZ 72 left    2336 222 2336 722 2336 422 

EST.DL 41…/46 PZ 92 right   2336 231 2336 724 2336 424

EST.DL 41…/46 PZ 92 left   2336 232 2336 725 2336 425

EST.DL 41…/46 Blind right   2336 251 2336 751 2336 451

EST.DL 41…/46 Blind left   2336 252 2336 752 2336 452

EST.DL 41.8/46 PZ 78 CH standard right   2336 261

EST.DL 41.8/46 PZ 78 CH standard left   2336 262

EST.DL 41.8/46 RZ 22-74 CH standard right    2336 271

EST.DL 41.8/46 RZ 22-74 CH standard left   2336 272

EST.DL 41.8/46 RZ 22-78 CH standard right   2336 274

EST.DL 41.8/46 RZ 22-78 CH standard left   2336 275

EST.DL 41.8/46 RZ 22-94 CH standard right   2336 277 

EST.DL 41.8/46 RZ 22-94 CH standard left   2336 278

series EST 41 for narrow profile doors

(as illustrated 
explanation right)

Escutcheons, solid pins and spindle pins for 

non-standard door thickness see page 44.
Note:

Product code Product code Product code Product code

Product group 6300

 8
DIN standard

 9
DIN standard

 9 FS
DIN standard

 9 FW
DIN standard
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EST 51   with fixed roses

Fittings with fixed roses for narrow profile doors correspond to standard  

DIN EN 1906, category 4 and standard DIN 18255. Fittings for fire doors with  

additional through spindle fixing correspond to DIN 18273.

Levers and covers made of stainless steel, material no. 1.4301 (A2 – AISI 304), 

brushed finish, knob only fixed, with fixed roses in maintenance-free bearings 

with additional spindle.

Lever sets with roses supplied with spring and concealed screw fixing.

Available as lever set, combination lever/knob set with escutcheons  

euro profile (PZ).

Standard door thickness 56 - 75mm, combination lever/knob set 54 - 63mm.

 EST K3

series EST 51 for narrow profile doors

German standard:

DIN 18255 

DIN 18273

for fire doors T30 - T120

DIN EN 1906

category 4
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Lever set

EST.ZG…51…/77 PZ   2301 250 2301 750 2301 450

Combination lever/knob set WG

EST.WG…51…K3/77 PZ right   2302 250 2302 750 2302 450

EST.WG…51…K3/77 PZ left (as illustrated)   2302 251 2302 751 2302 451

Lever pair

EST.ZD…51…/77 (ohne PZ-Rosetten)   2301 251 2301 751 2301 451

Combination lever/knob 

EST.WD…51…K3/77 right    2302 252 2302 752 2302 454

EST.WD…51…K3/77 left (as illustrated)   2302 253 2302 753 2302 455

Lever with spindle

EST.DW…51…/77 right    2302 254 2302 754 2302 756

EST.DW…51…/77 left (as illustrated)   2302 255 2302 755 2302 757

Lever without spindle

EST.DL... 51…/77 right    2301 252 2301 050 2301 050

EST.DL... 51…/77 left   2301 253 2301 051 2301 051

(as illustrated explanation right)

Knob fixed 

EST.KF FS 3/77 without spindle   2286 090 2286 090 2286 090

series EST 51 for narrow profile doors

 8
DIN standard

 9
DIN standard

 9 FS
DIN standard

Product code Product code Product code

Product group 6300

Note:

Escutcheons, solid pins and spindle pins for 

non-standard door thickness see page 44.

Levers and covers made of stainless steel,  

material - V2A - no. 1.4301 (A2 – AISI 304)

Standard door thickness (TS) see page 30
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 EST K3

EST 21   with fixed roses

Fittings with fixed roses for narrow profile doors correspond to standard  

DIN EN 1906, category 4 and standard DIN 18255. Fittings for fire doors with  

additional through spindle fixing correspond to DIN 18273.

Levers and covers made of stainless steel, material no. 1.4301 (A2 – AISI 304), 

brushed finish, knob only fixed, with fixed roses in maintenance-free bearings 

with additional spindle.

Lever sets with roses supplied with spring and concealed screw fixing.  

Lever sets with backplates supplied without spring.

Available as lever set, combination lever/knob set with escutcheons  

euro profile (PZ).

Standard door thickness 56 - 75mm, combination lever/knob set 54 - 63mm.

series EST 21 for narrow profile doors

German standard:

DIN 18255 

DIN 18273

for fire doors T30 - T120

DIN EN 1906

category 4
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Levers and covers made of stainless steel,  

material - V2A - no. 1.4301 (A2 – AISI 304)

Standard door thickness (TS) see page 32

Lever set

EST.ZG…21…/77 PZ   2301 230 2301 730 2301 430

Combination lever/knob set WG

EST.WG…21…K3/77 PZ right   2302 230 2302 730 2302 430

EST.WG…21…K3/77 PZ left (as illustrated)   2302 231 2302 731 2302 431

Lever set

EST.ZG…21…/46 PZ 72    2335 220 2335 720 2335 420

EST.ZG…21…/46 PZ 92   2335 230 2335 723 2335 423

EST.ZG…21…/46 Blind   2335 250 2335 750 2335 450

EST.ZG…21…/46 PZ 78 CH standard   2335 260

EST.ZG…21…/46 RZ 22-74 CH standard   2335 270

EST.ZG…21…/46 RZ 22-78 CH standard   2335 273

EST.ZG…21…/46 RZ 22-94 CH standard   2335 276

Lever pair

EST.ZD…21…/77    2301 231 2301 731 2301 431

Combination lever/knob 

EST.WD…21…K3/77 right    2302 232 2302 732 2302 434

EST.WD…21…K3/77 left (as illustrated)   2302 233 2302 733 2302 435

Lever with spindle

Specify Ci and TS!

EST.DW…21…/77 right    2302 234 2302 734 2302 736

EST.DW…21…/77 left (as illustrated)   2302 235 2302 735 2302 737

Lever without spindle

EST.DL... 21…/77 right   2301 232 2301 030 2301 030

EST.DL... 21…/77 left   2301 233 2301 031 2301 031

(as illustrated explanation right)

Knob fixed

EST.KF FS 3/77, without  spindle   2286 090 2286 090 2286 090

Lever without roses

EST.DL 21…/46 PZ 72 right    2335 221 2335 721 2335 421

EST.DL 21…/46 PZ 72 left    2335 222 2335 722 2335 422

EST.DL 21…/46 PZ 92 right   2335 231 2335 724 2335 424

EST.DL 21…/46 PZ 92 left   2335 232 2335 725 2335 425

EST.DL 21…/46 Blind right   2335 251 2335 751 2335 451

EST.DL 21…/46 Blind left   2335 252 2335 752 2335 452

EST.DL 21.8/46 PZ 78 CH standard right   2335 261

EST.DL 21.8/46 PZ 78 CH standard left   2335 262

EST.DL 21.8/46 RZ 22-74 CH standard right   2335 271

EST.DL 21.8/46 RZ 22-74 CH standard left   2335 272

EST.DL 21.8/46 RZ 22-78 CH standard right   2335 274

EST.DL 21.8/46 RZ 22-78 CH standard left   2335 275

EST.DL 21.8/46 RZ 22-94 CH standard right   2335 277

EST.DL 21.8/46 RZ 22-94 CH standard left   2335 278

series EST 21 for narrow profile doors

(as illustrated 
explanation right)

Escutcheons, solid pins and spindle pins for 

non-standard door thickness see page 44.
Note:

 8
DIN standard

 9
DIN standard

 9 FS
DIN standard

Product code Product code Product code

Product group 6300
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series EST 1141 for narrow profile doors

 EST K3

EST 1141   with fixed roses

Fittings with fixed roses for narrow profile doors correspond to standard  

DIN EN 1906, category 4 and standard DIN 18255. Fittings for fire doors with 

additional through spindle fixing correspond to DIN 18273/DIN EN 179. 

Levers and covers made of stainless steel, material no. 1.4301 (A2 – AISI 304), 

brushed finish, knob only fixed, with fixed roses in maintenance-free bearings 

with additional spindle.

Lever sets with roses supplied with spring and concealed screw fixing.  

Lever sets with backplates supplied without spring.

Available as lever set, combination lever/knob set with escutcheons  

euro profile (PZ).

Standard door thickness 59 - 63mm, combination lever/knob set 59 - 63mm.

German standard:

DIN 18255 

DIN 18273

for fire doors T30 - T120

DIN EN 1906

category 4

DIN EN 179

Escape and 

emergency route
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Lever set

EST.ZG…1141…/77 PZ   2304 250 2304 750 2304 450 2304 452

Combination lever/knob set WG

EST.WG…1141…K3/77 PZ right   2305 250 2305 750 2305 450

EST.WG…1141…K3/77 PZ left (as illustrated)   2305 251 2305 751 2305 451

Lever pair

EST.ZD…1141…/77   2304 251 2304 751 2304 451 2304 453

Combination lever/knob 

EST.WD…1141…K3/77 right    2305 252 2305 752 2305 454

EST.WD…1141…K3/77 left (as illustrated)   2305 253 2305 753 2305 455

Lever with spindle

Specify Ci and TS!

EST.DW…1141…/77 right    2305 254 2305 754 2305 756

EST.DW…1141…/77 left (as illustrated)   2305 255 2305 755 2305 757

Lever without spindle

EST.DL... 1141…/77 right    2304 252 2304 050 2304 050

EST.DL... 1141…/77 left   2304 253 2304 051 2304 051

(as illustrated explanation right)

Knob fixed 

EST.KF FS 3/77 without spindle   2286 090 2286 090 2286 090

Levers and covers made of stainless steel,  

material - V2A - no. 1.4301 (A2 – AISI 304)

Standard door thickness (TS) see page 34

series EST 1141 for narrow profile doors

Note:

Escutcheons, solid pins and spindle pins for 

non-standard door thickness see page 44.

Product code Product code Product code Product code

Product group 6300

 8
DIN standard

 9
DIN standard

 9 FS
DIN standard

 9 FW
DIN standard
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 EST K3

EST 1121   with fixed roses

Fittings with fixed roses for narrow profile doors correspond to standard  

DIN EN 1906, category 4 and standard DIN 18255. Fittings for fire doors with 

additional through spindle fixing correspond to DIN 18273.

Levers and covers made of stainless steel, material no. 1.4301 (A2 – AISI 304), 

brushed finish, knob only fixed, with fixed roses in maintenance-free bearings 

with additional spindle.

Lever sets with roses supplied with spring and concealed screw fixing.  

Lever sets with backplates supplied without spring.

Available as lever set, combination lever/knob set with escutcheons  

euro profile (PZ).

Standard door thickness 59 - 63mm, combination lever/knob set 59 - 63mm.

series EST 1121 for narrow profile doors

German standard:

DIN 18255 

DIN 18273

for fire doors T30 - T120

DIN EN 1906

category 4
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Levers and covers made of stainless steel,  

material - V2A - no. 1.4301 (A2 – AISI 304)

Standard door thickness (TS) see page 36

Lever set

EST.ZG…1121…/77 PZ   2304 240 2304 740 2304 440

Combination lever/knob set WG

EST.WG…1121…K3/77 PZ right   2305 240 2305 740 2305 440

EST.WG…1121…K3/77 PZ left (as illustrated)   2305 241 2305 741 2305 441

Lever pair

EST.ZD…1121…/77    2304 241 2304 741 2304 441

Combination lever/knob 

EST.WD…1121…K3/77 right    2305 242 2305 742 2305 444

EST.WD…1121…K3/77 left (as illustrated)   2305 243 2305 743 2305 445

Lever with spindle

Specify Ci and TS!

EST.DW…1121…/77 right    2305 244 2305 744 2305 746

EST.DW…1121…/77 left (as illustrated)   2305 245 2305 745 2305 747

Lever without spindle

EST.DL... 1121…/77 right    2304 242 2304 040 2304 040

EST.DL... 1121…/77 left   2304 243 2304 041 2304 041

(as illustrated explanation right)

Knob fixed

EST.KF FS 3/77 without spindle   2286 090 2286 090 2286 090

series EST 1121 for narrow profile doors

 8
DIN standard

 9
DIN standard

 9 FS
DIN standard

Product code Product code Product code

Product group 6300

Note:

Escutcheons, solid pins and spindle pins for 

non-standard door thickness see page 44.
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 EST K3

EST 1161   with fixed roses

Fittings with fixed roses for narrow profile doors correspond to standard  

DIN EN 1906, category 4 and standard DIN 18255. Fittings for fire doors with 

additional through spindle fixing correspond to DIN 18273/DIN EN 179. 

Levers and covers made of stainless steel, material no. 1.4301 (A2 – AISI 304), 

brushed finish, knob only fixed, with fixed roses in maintenance-free bearings 

with additional spindle.

Lever sets with roses supplied with spring and concealed screw fixing.  

Lever sets with backplates supplied without spring.

Available as lever set, combination lever/knob set with escutcheons  

euro profile (PZ).

Standard door thickness 59 - 63mm, combination lever/knob set 59 - 63mm.

series EST 1161 for narrow profile doors

German standard:

DIN 18255 

DIN 18273

for fire doors T30 - T120

DIN EN 1906

category 4

DIN EN 179

Escape and 

emergency route
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Levers and covers made of stainless steel,  

material - V2A - no. 1.4301 (A2 – AISI 304)

Standard door thickness (TS) see page 38

Lever set

EST.ZG…1161…/77 PZ   2304 260 2304 760 2304 460 2304 462

Combination lever/knob set WG

EST.WG…1161…K3/77 PZ right   2305 260 2305 760 2305 460

EST.WG…1161…K3/77 PZ left (as illustrated)   2305 261 2305 761 2305 461

Lever pair

EST.ZD…1161…/77   2304 261 2304 761 2304 461 2304 463

Combination lever/knob 

EST.WD…1161…K3/77 right    2305 262 2305 762 2305 464

EST.WD…1161…K3/77 left (as illustrated)   2305 263 2305 763 2305 465 

Lever with spindle

Specify Ci and TS!

EST.DW…1161…/77 right    2305 264 2305 764 2305 766 

EST.DW…1161…/77 left (as illustrated)   2305 265 2305 765 2305 767 

Lever without spindle

EST.DL... 1161…/77 right   2304 262 2304 060 2304 060

EST.DL... 1161…/77 left   2304 263 2304 061 2304 061

(as illustrated explanation right)

Knob fixed 

EST.KF FS 3/77 without spindle   2286 090 2286 090 2286 090

series EST 1161 for narrow profile doors

Product code Product code Product code Product code

Note:

Escutcheons, solid pins and spindle pins for 

non-standard door thickness see page 44.

Product group 6300

 8
DIN standard

 9
DIN standard

 9 FS
DIN standard

 9 FW
DIN standard
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 EST K3

EST 71   with fixed roses

Fittings with fixed roses for narrow profile doors correspond to standard  

DIN EN 1906, category 4 and standard DIN 18255. Fittings for fire doors with 

additional through spindle fixing correspond to DIN 18273/DIN EN 179. 

Levers and covers made of stainless steel, material no. 1.4301 (A2 – AISI 304), 

brushed finish, knob only fixed, with fixed roses in maintenance-free bearings 

with additional spindle.

Lever sets with roses supplied with spring and concealed screw fixing.  

Lever sets with backplates supplied without spring.

Available as lever set, combination lever/knob set with escutcheons  

euro profile (PZ).

Standard door thickness 56 - 75mm, combination lever/knob set 54 - 63mm.

series EST 71 for narrow profile doors

German standard:

DIN 18255 

DIN 18273

for fire doors T30 - T120

DIN EN 1906

category 4

DIN EN 179

Escape and 

emergency route
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Levers and covers made of stainless steel,  

material - V2A - no. 1.4301 (A2 – AISI 304)

Standard door thickness (TS) see page 40

Lever set

EST.ZG…71…/77 PZ   2301 270 2301 770 2301 470 2301 472

Combination lever/knob set WG

EST.WG…71…K3/77 PZ right   2302 270 2302 770 2302 470

EST.WG…71…K3/77 PZ left (as illustrated)   2302 271 2302 771 2302 471

Lever pair

EST.ZD…71…/77   2301 271 2301 771 2301 471 2301 473

Combination lever/knob 

EST.WD…71…K3/77 right    2302 272 2302 772 2302 474

EST.WD…71…K3/77 left (as illustrated)   2302 273 2302 773 2302 475

Lever with spindle

Specify Ci and TS!

EST.DW…71…/77 right    2302 274 2302 774 2302 776

EST.DW…71…/77 left (as illustrated)   2302 275 2302 775 2302 777

Lever without spindlet

EST.DL... 71…/77 right   2301 272 2301 070 2301 070

EST.DL... 71…/77 left   2301 273 2301 071 2301 071

as illustrated explanation right!

Knob fixed

EST.KF FS 3/77 without spindle   2286 090 2286 090 2286 090

series EST 71 for narrow profile doors

Note:

Escutcheons, solid pins and spindle pins for 

non-standard door thickness see page 44.

Product code Product code Product code Product code

Product group 6300

 8
DIN standard

 9
DIN standard

 9 FS
DIN standard

 9 FW
DIN standard
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 EST K3

EST 1111   with fixed roses

Fittings with fixed roses for narrow profile doors correspond to standard  

DIN EN 1906, category 4 and standard DIN 18255. Fittings for fire doors with 

additional through spindle fixing correspond to DIN 18273/DIN EN 179. 

Levers and covers made of stainless steel, material no. 1.4301 (A2 – AISI 304), 

brushed finish, knob only fixed, with fixed roses in maintenance-free bearings 

with additional spindle.

Lever sets with roses supplied with spring and concealed screw fixing.  

Lever sets with backplates supplied without spring.

Available as lever set, combination lever/knob set with escutcheons  

euro profile (PZ).

Standard door thickness 59 - 63mm, combination lever/knob set 59 - 63mm.

series EST 1111 for narrow profile doors

German standard:

DIN 18255 

DIN 18273

for fire doors T30 - T120

DIN EN 1906

category 4

DIN EN 179

Escape and 

emergency route
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Levers and covers made of stainless steel,  

material - V2A - no. 1.4301 (A2 – AISI 304)

Standard door thickness (TS) see page 42

Lever set

EST.ZG…1111…/77 PZ   2304 230 2304 730 2304 430 2304 432

Combination lever/knob set WG

EST.WG…1111…K3/77 PZ right   2305 230 2305 730 2305 430

EST.WG…1111…K3/77 PZ left (as illustrated)   2305 231 2305 731 2305 431

Lever pair

EST.ZD…1111…/77    2304 231 2304 731 2304 431 2304 433

Combination lever/knob 

EST.WD…1111…K3/77 right    2305 232 2305 732 2305 434

EST.WD…1111…K3/77 left (as illustrated)   2305 233 2305 733 2305 435

Lever with spindle

Specify Ci and TS!

EST.DW…1111…/77 right    2305 234 2305 734 2305 736

EST.DW…1111…/77 left (as illustrated)   2305 235 2305 735 2305 737

Lever without spindle

EST.DL... 1111…/77 right   2304 232 2304 030 2304 030

EST.DL... 1111…/77 left   2304 233 2304 031 2304 031

(as illustrated explanation right)

Knob fixed

EST.KF FS 3/77 without spindle   2286 090 2286 090 2286 090

series EST 1111 for narrow profile doors

Note:

Escutcheons, solid pins and spindle pins for 

non-standard door thickness see page 44.

Product code Product code Product code Product code

Product group 6300

 8
DIN standard

 9
DIN standard

 9 FS
DIN standard

 9 FW
DIN standard

www.relcross.co.uk



44

Escutcheons, spindles for narrow profile doors

Escutcheons

EST.SS.FS 77 PZ, pair   2286 101 2286 101 2286 101

EST.SS.FS 77 RZ 22 CH standard, pair   2286 111 2286 111 2286 111

EST.SS.FS 77 Blind, pair   2286 151 2286 151 2286 151

EST.SS.FS 77 PZ, piece   2286 100 2286 100 2286 100

EST.SS.FS 77 RZ 22 CH standard, piece   2286 110 2286 110 2286 110

EST.SS.FS 77 Blind, piece   2286 150 2286 150 2286 150
  

Screw set 2 each, M5x15   2286 490 2286 490 2286 490

Solid pin for EST.ZG 41, 51, 21, 71

DVST … x 100mm für TS 35 - 55mm   2301 821 2301 824 2301 825

DVST … x 120mm für TS 56 - 75mm   2301 831 2301 834 2301 835

DVST … x 140mm für TS 76 - 95mm   2301 841 2301 844 2301 845

Spindles pin for EST.WG 41, 51, 21, 71

DWST … x   63mm für TS 35 - 45mm   2302 821 2302 824 2302 825

DWST … x   73mm für TS 46 - 55mm   2302 831 2302 834 2302 835

DWST … x   83mm für TS 56 - 65mm   2302 841 2302 844 2302 845

DWST … x   93mm für TS 66 - 75mm   2302 851 2302 854 2302 855

DWST … x 103mm für TS 76 - 85mm   2302 861 2302 864 2302 865

DWST … x 113mm für TS 86 - 95mm   2302 871 2302 874 2302 875

Solid pin

for EST.ZG 1121, 1111, 1161

DVST… x 105mm für TS 54 - 58mm   2304 821 2304 824 2304 825

DVST… x 110mm für TS 59 - 63mm   2304 831 2304 834 2304 835

DVST… x 115mm für TS 64 - 68mm   2304 841 2304 844 2304 845

DVST… x 120mm für TS 69 - 73mm   2304 851 2304 854 2304 855

DVST… x 125mm für TS 74 - 78mm   2304 861 2304 864 2304 865

DVST… x 130mm für TS 79 - 83mm   2304 871 2304 874 2304 875

Spindles pin  

for EST.WG 1141, 1121, 1111, 116

DWST… x   78mm für TS 54 - 58mm   2305 821 2305 824 2305 825

DWST… x   83mm  für TS 59 - 63mm   2305 831 2305 834 2305 835

DWST… x   88mm  für TS 64 - 68mm   2305 841 2305 844 2305 845

DWST… x   93mm  für TS 69 - 73mm   2305 851 2305 854 2305 855

DWST… x   98mm  für TS 74 - 78mm   2305 861 2305 864 2305 865

DWST… x 103mm  für TS 79 - 83mm   2305 871 2305 874 2305 875

Escutcheons made of stainless steel, material - V2A - no. 1.4301 (A2 – AISI 304) 
Standard door thickness (TS) see page 5

Product code Product code Product code 

Product group 6300

 8
DIN standard

 9
DIN standard

 9 FS
DIN standard
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Window handles
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Window handles

Description
Product group 6300

Product code

Window handle EST.FG … with variable square spindle 35/32mm

window handle and rose cover made of stainless steel 1.4301  

(A2, AISI 304), brushed finish, with 7mm loose variable square 

spindle, 35/32mm projection, 90° snap-in locking, 10mm dia.  

lugs, concealed fixing, delivery with M5 screws, length 45mm.

EST.FG 40, handle length 136mm 2102 040

EST.FG 50, handle length 130mm 2102 050

EST.FG 20, handle length 136mm 2102 020

NORMBAU Fixing set 2102 150 

with 45/24mm square spindle and screws 

Pin for 45/24mm projection. 

Delivery of 2 screws with 55mm and 35mm.

www.relcross.co.uk
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Window handles, locking

Description
Product group 6300

Product code

Window handle EST.FGA... 200 Nm

Window handle and rose cover made of stainless steel 1.4301  
(A2, AISI 304), brushed finish; handle Ø 20mm, length 135mm,  
equal closing pressure cylinder with 2 keys, the window handle is 
closed (handle downwards) as well as when the window is tilted 
(handle upwards) lockable. Steel inner rose and screw cover plate, 
Ø 10mm lugs, 90° snap-in locking, 43mm drill hole centres, 7mm 
spindles in 2 various lengths, concealed fixing, lockable in all snap-in 
positions, supplied with M5x50mm screws.

EST.FGA 40, locking 2102 144

 

EST.FGA 60, locking 2102 166

 

EST.FGA 20, locking 2102 122
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Informations

Product description breakdown

c/c measurement / pin 

side fixing

diameter

series

pull handle

Stainless

 NT STG 22. 26. 200/AS

www.relcross.co.uk
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Overview pull handles

Forms

NT 22 Page 50 f.

NT 25 Page 55

NT 24 Page 54NT 23 Page 52 f.

NT 1222 Page 66 f. NT 1322 Page 66 f. NT 1422 Page 70 NT 1522 Page 71

NT 226   Page 61

NT 122   Page 56 f. NT 322   Page 62 f. NT 522   Page 64 f.NT 222   Page 58 f.

Fixing sets   pages 72 - 82

for 

NT 1222/1322  pages 68 - 69
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Pull handles NT.STG 22…

Pull handles NT.STG 22… 

Pull handles NT.GST 22… 

made of stainless steel, material no 1.4401 (A4-AISI 316) brushed finish,  

20, 26 or 32mm dia. pull handles, standard lengths 120, 200, 300, 350, 400 and 

500mm or adjustable c/c measurement … mm.

Order details: 

– NT.STG/GST 22…

– product code

– c/c measurement (for pull handles)

–  fixing set (per fixing point)

– door thickness

fixing sets see pages 72 - 82

Product code Product codeProduct  code

Product group 4810

c/c measurement
fixed /mm

Handle 32mm dia.

X= 88mm

Handle 26mm dia.

X= 85mm

Handle 20mm dia.

X= 69mm

2445 300

2445 310

2445 330

2445 340

2445 350

2445 370

2445 010

2445 030

2445 040

2445 050

2445 110

2445 130

2445 140

2445 150

120

200

300

350

400

500

c/c

X = projection
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2165 020

2165 030

2165 040

2165 050

2165 060

2165 070

 2165 080

2165 090

2165 100

2165 110

2165 120

Handle 40mm dia.

X= 103mm

Handle 32mm dia.

X= 88mm

Handle 26mm dia.

X= 85mm

Handle 20mm dia.

X= 69mm

Pull handles NT.GST 22…

 Additional support required  

for centers as of  1) 

Product code Product code Product codeProduct code

Product group 4800

c/c measurement
adjustable/mm

2451 040

2451 050

2451 060

2451 070

2451 080

2451 090

2451 100

2451 110

2451 120

2451 130

2451 140

2451 150

2451 160

2451 170

2451 180

2451 190

2451 200

 2451 2101)

2451 220

2451 230

2451 240

2451 250

2451 260

2515 16E

26mm dia.

 200 –   250

251 –   350

351 –   450

451 –   550

551 –   650

651 –   750

751 –   850

851 –   950

951 - 1050

1051 - 1150

1151 – 1250

1251 – 1350

1351 – 1450

1451 – 1550

1551 – 1650

1651 – 1750

1751 – 1850

1851 – 1950

1951 – 2050

2051 – 2150

2151 – 2250

2251 – 2350

2351 – 2450

2451 – 2550

2551 – 2650

 Additional
 

support

2447 020

2447 030

2447 040

2447 050

2447 060

2447 070

2447 080

2447 090

2447 100

2447 110

2447 120

 2447 1301)

2447 140

2447 150

2447 160

2447 170

2447 180

2447 190

2447 200

2447 210

2447 220

2447 230

2447 240

2447 250

2447 260

2514 80E

26mm dia.

2449 020

2449 030

2449 040

2449 050

2449 060

2449 070

2449 080

2449 090

2449 100

2449 110

2449 120

2449 130

2449 140

2449 150

 2449 1601)

2449 170

2449 180

2449 190

2449 200

2449 210

2449 220

2449 230

2449 240

2449 250

2449 260

2514 51E

26mm dia.

c/c

X = projection
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Product code Product code Product code

Product group 4810

c/c measurement
fixed /mm

Pull handles NT.STG 23…

Handle 20mm dia.

X=  69mm

b   120mm

Handle 26mm dia.

X=  85mm

b   120mm

Handle 32mm dia.

X=  88mm

b   120mm

Pull handles NT.STG 23… 

Pull handles NT.GST 23… 

made of stainless steel, material no 1.4401 (A4-AISI 316) brushed finish, 

20, 26, 32 or 40mm dia. pull handles, standard lengths 200, 300, 350, 400, 

500 and 600mm or adjustable c/c measurement … mm.

Order details: 

– NT.STG/GST 23...

– product code

– c/c measurement (for pull handles)

–  fixing set (per fixing point)

– door thickness

fixing sets see pages 72 - 82

2453 310

2453 330

2453 340

2453 350

2453 370

2453 380

2453 010

2453 030

2453 040

2453 050

2453 110

2453 130

2453 140

2453 150

200

300

350

400

500

650

c/c

X = projection
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Pull handles NT.GST 23…

 Additional support required  

for centers as of  1) 

Product code Product code Product code Product code

Product group 4800

c/c measurement
adjustable/mm

Handle 20mm dia.

X=  69mm

b   120mm

Handle 26mm dia.

X=  85mm

b   120mm

Handle 32mm dia.

X=  88mm

b   120mm

Handle 40mm dia.

X=  103mm

b     165mm

2459 040

2459 050

2459 060

2459 070

2459 080

2459 090

2459 100

2459 110

2459 120

2459 130

2459 140

2459 150

2459 160

2459 170

2459 180

2459 190

2459 200

  2459 2101) 

2459 220

2459 230

2459 240

2459 250

2459 260

2515 37E

26mm dia.

2167 020

2167 030

2167 040

2167 050

2167 060

2455 020

2455 030

2455 040

2455 050

2455 060

2457 020

2457 030

2457 040

2457 050

2457 060

2457 070

2457 080

2457 090

2457 100

2457 110

2457 120

2457 130

2457 140

2457 150

  2457 1601)

2457 170

2457 180

2457 190

2457 200

2457 210

2457 220

2457 230

2457 240

2457 250

2457 260

2514 47E

26mm dia.

 200 –   250

251 –   350

351 –   450

451 –   550

551 –   650

651 –   750

751 –   850

851 –   950

951 - 1050

1051 - 1150

1151 – 1250

1251 – 1350

1351 – 1450

1451 – 1550

1551 – 1650

1651 – 1750

1751 – 1850

1851 – 1950

1951 – 2050

2051 – 2150

2151 – 2250

2251 – 2350

2351 – 2450

2451 – 2550

2551 – 2650

 Additional
 

support

c/c

X = projection
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Handle 26mm dia.

X= 85mm

c/c measurement

Pull handles NT.STG 24… / Pull handles NT.GST 24…

Order details: 

– NT.STG/GST 24...

– product code

– c/c measurement (for pull handles)

–  fixing set (per fixing point)

– door thickness

fixing sets see pages 72 - 82

Pull handles NT.STG 24… 

Pull handles NT.GST 24… 

made of stainless steel, material no 1.4401 (A4-AISI 316) brushed finish, 

26, 32 or 40mm dia. pull handles, standard lengths 300, 350 and 650mm  

or adjustable c/c measurement … mm.

Product group 4800

Product code Product codeProduct code
c/c measurement

adjustable/mm

Handle 40mm dia.

X= 103mm

c/c measurement

Handle 32mm dia.

X= 88mm

c/c measurement
b =    -17mm b =    -17mm b =    -25mm 

 Additional support required  

for centers as of  1)  

Product codeProduct code

Product group 4810

c/c measurement
fixed /mm

Handle 32mm dia.

X= 88mm

Handle 26mm dia.

X= 85mm

270 - 350

351 - 450

451 - 550

551 - 650

651 - 750

751 - 850

 Additional
 

support

b = 165mm 

2461 130

b = 190mm 

2461 140

b = 215mm 

2461 150

b = 160mm 

2461 030

b = 185mm 

2461 040

2467 040

  2467 0501)

2467 060

2467 070

2467 080

2515 20E

26mm dia

300

350

400

a

2

a

2

a

2

2463 030

2463 040

  2463 0501)

2463 060

2463 070

2463 080

2514 91E

26mm dia.

2465 030

2465 040

  2465 0501)

2465 060

2465 070

2465 080

2514 55E

26mm dia.

c/c

X = projection

c/c
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Pull handles NT.STG 25…

Order details: 

– NT.STG 25...

– product code

– c/c measurement (for Pull handles)

–  fixing set (per fixing point)

– door thickness

fixing sets see pages 72 - 82

Pull handles NT.STG 25…

made of stainless steel, material no 1.4401 (A4-AISI 316) brushed finish, 

26 or 32mm dia. pull handles, standard lengths 200, 300, 350 and 400mm 

Product codeProduct code

Product group 4810

c/c measurement
fixed /mm

Handle 32mm dia.

X= 88mm

Handle 26mm dia.

X= 85mm

b = 174mm 

2469 110

b = 224mm 

2469 130

b = 249mm 

2469 140

b = 274mm 

2469 150

b = 169mm 

2469 010

b = 230mm 

2469 030

200

300

350

400

c/c

X = projection
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Pull handles NT.STG 122…

Product code Product code Product code

Product group 4810

 length (L) c/c measurement
 mm mm

Handle 20mm dia.

support 20mm dia.

X= 69mm

Handle 26mm dia.

support 26mm dia.

X= 85mm

Handle32mm dia.

support 26mm dia.

X= 88mm

Pull handles NT.STG 122… 

Pull handles NT.GST 122… 

made of stainless steel, material no 1.4401 (A4-AISI 316) brushed finish,  

20mm dia. pull handles with 20mm dia. reduced supports, 26 or 32mm dia.  

pull handles with 26mm dia. reduced supports, standard lengths 300, 350,  

400, 500, 600, 700, 800, 1000, 1200, 1400 and 1600mm or adjustable  

c/c measurement ... mm.

Order details: 

– NT.STG/GST 122...

– product code

– c/c measurement (for pull handles)

–  fixing set (per fixing point)

– door thickness

fixing sets see pages 72 - 82

2483 330

2483 350

2483 040

2483 050

2483 070

2483 080

2483 081

2483 082

2483 084

2483 086

2483 140

2483 150

2483 170

2483 180

2483 181

2483 182

2483 184

2483 186

2483 188

2483 189

300  150

  350  150

  400  200

  500  300

  600  400

  700  500

  800  600

1000  800

1200 1000

1400 1200

1600 1400

c/c

X = projection
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Pull handles NT.GST 122…

Fixing center of supports (c/c) 

= total length (L) minus 200mm

or as indicated

max. c/c = L-36mm is possible.

Product group 4800

Product code Product code

Handle 26mm dia.

support 26mm dia.

X= 85mm

Handle 32mm dia.

support 26mm dia.

X= 88mm

Handle 40mm dia.

support 26mm dia.

X= 103mm

total length adjustable 
c/c = L minus 200mm 

or as indicated

 Additional support required  

for centers as of  1)

Product code

251 –   350 

351 –   450 

451 –   550 

551 –   650

651 –   750

751 –   850

851 –   950

951 – 1050

1051 – 1150

1151 – 1250

1251 – 1350

1351 – 1450

1451 – 1550

1551 – 1650

1651 – 1750

1751 – 1850

1851 – 1950

1951 – 2050

2051 – 2150

2151 – 2250

2251 – 2350

2351 – 2450

2451 – 2550

2551 – 2650

Additional

support
 

2471 030

2471 040

2471 050

2471 060

2471 070

2471 080

2471 090

2471 100

2471 110

2471 120

  2471 1301)

2471 140

2471 150

2471 160

2471 170

2471 180

2471 190

2471 200

2471 210

2471 220

2471 230

2471 240

2471 250

2471 260

2514 80E

26mm dia

2473 030

2473 040

2473 050

2473 060

2473 070

2473 080

2473 090

2473 100

2473 110

2473 120

2473 130

2473 140

2473 150

  2473 1601)

2473 170

2473 180

2473 190

2473 200

2473 210

2473 220

2473 230

2473 240

2473 250

2473 260

2514 51E

26mm dia

2475 030

2475 040

2475 050

2475 060

2475 070

2475 080

2475 090

2475 100

2475 110

2475 120

2475 130

2475 140

2475 150

2475 160

2475 170

2475 180

2475 190

2475 200

  2475 2101)

2475 220

2475 230

2475 240

2475 250

2475 260

2515 16E

26mm dia

c/c
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Pull handles NT.STG 222…

Handle 20mm dia.

2129 310

2129 330

2129 350

200

300

400

Product code

Product group 4810

c/c measurement
fixed /mm

Pull handles NT.STG 222… 

Pull handles NT.GST 222… 

made of stainless steel, material no 1.4401 (A4-AISI 316) brushed finish,  

20, 26, 32 or 40mm dia. pull handles, standard lengths 200, 300 and 400 mm 

or adjustable c/c measurement ... mm.

Order details: 

– NT.STG/GST 222...

– product code

– c/c measurement (for pull handles)

–  fixing set (per fixing point)

– door thickness

fixing sets see pages 72 - 82

c/c

X = projection
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Pull handles NT.GST 222…

 Additional support required  

for centers as of  1)

2143 020

2143 030

2143 040

2143 050

2143 060

2143 070

2143 080

2143 090

2143 100

2143 110

2143 120

  2143 1301)

2143 140

2143 150

2143 160

2143 170

2143 180

2143 190

2143 200

2143 210

2143 220

2143 230

2143 240

2143 250

2143 260

2514 80E

26mm dia.

Handle 40mm dia.

X= 103mm

Handle 32mm dia.

X= 88mm

Handle 26mm dia.

X= 85mm

Handle 20mm dia.

X= 69mm

Product code Product code Product codeProduct code

Product group 4800

c/c measurement
adjustable/mm

2141 020

2141 030

2141 040

2141 050

2141 060

2141 070

2141 080

2141 090

2141 100

2141 110

2141 120

200 –   250

251 –   350 

351 –   450 

451 –   550 

551 –   650

651 –   750

751 –   850

851 –   950

951 – 1050

1051 – 1150

1151 – 1250

1251 – 1350

1351 – 1450

1451 – 1550

1551 – 1650

1651 – 1750

1751 – 1850

1851 – 1950

1951 – 2050

2051 – 2150

2151 – 2250

2251 – 2350

2351 – 2450

2451 – 2550

2551 – 2650

Additional

support

2145 020

2145 030

2145 040

2145 050

2145 060

2145 070

2145 080

2145 090

2145 100

2145 110

2145 120

2145 130

2145 140

2145 150

  2145 1601)

2145 170

2145 180

2145 190

2145 200

2145 210

2145 220

2145 230

2145 240

2145 250

2145 260

2514 51E

26mm dia

2147 040

2147 050

2147 060

2147 070

2147 080

2147 090

2147 100

2147 110

2147 120

2147 130

2147 140

2147 150

2147 160

2147 170

2147 180

2147 190

2147 200

  2147 2101)

2147 220

2147 230

2147 240

2147 250

2147 260

2515 16E

26mm dia

c/c

X = projection
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Pull handles NT 226
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Pull handles NT 226

Pull handles NT.STG 226…

made of stainless steel, material no 1.4401 (A4-AISI 316) brushed finish,

26, 32mm dia. pull handles, standard lengths 300 and 500mm.

Order details: 

– NT.STG 226...

– product code

–  fixing set (per fixing point)

– door thickness

fixing sets see pages 72 - 82

Product codeProduct code

Product group 4810

c/c measurement
fixed /mm

Handle 32mm dia.

X= 88mm

Handle 20mm dia.

X= 64mm

b = 69mm 

2137 330

b = 113mm 

2137 350

b = 82mm

2137 130

b = 137mm

2137 170

300

500 

c/c

X = projection
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Pull handles NT.STG 322…

Pull handles NT.STG 322… 

Pull handles NT.GST 322… 

made of stainless steel, material no 1.4401 (A4-AISI 316) brushed finish,

32 or 40mm dia. pull handles, standard lengths 350, 400 and 500mm, 

or adjustable c/c measurement ... mm.

Order details: 

– NT.STG/GST 322...

– product code

– c/c measurement (for pull handles)

–  fixing set (per fixing point)

– door thickness

fixing sets see pages 72 - 82

Product code

Product group 4810

 length (L) c/c measurement
 mm mm

Handle 32mm dia.

2013 140

2013 150

2013 170

350 150

400 200

500 300

c/c

X = projection
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Pull handles NT.GST 322…

Fixing center of supports (c/c) 

= total length (L) minus 200mm

or as indicated

max. c/c = L-36mm is possible.

Handle 40mm dia.Handle 32mm dia.

 Additional support required  

for centers as of  1)

32mm dia.

40mm dia.

Product code Product code

Product group 4800

total length adjustable 
c/c = L minus 200mm 

or as indicated

250 –   350 

351 –   450 

451 –   550 

551 –   650

651 –   750

751 –   850

851 –   950

951 – 1050

1051 – 1150

1151 – 1250

1251 – 1350

1351 – 1450

1451 – 1550

1551 – 1650

1651 – 1750

1751 – 1850

1851 – 1950

1951 – 2050

2051 – 2150

2151 – 2250

2251 – 2350

2351 – 2450

2451 – 2550

2551 – 2650

Additional

support

2499 030

2499 040

2499 050

2499 060

2499 070

2499 080

2499 090

2499 100

2499 110

2499 120

2499 130

2499 140

2499 150

 2499 1601) 

2499 170

2499 180

2499 190

2499 200

2499 210

2499 220

2499 230

2499 240

2499 250

2499 260

2514 53E

26mm dia.

2501 030

2501 040

2501 050

2501 060

2501 070

2501 080

2501 090

2501 100

2501 110

2501 120

2501 130

2501 140

2501 150

2501 160

2501 170

2501 180

2501 190

2501 200

 2501 2101)

2501 220

2501 230

2501 240

2501 250

2501 260

15 18E

26mm dia.
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Pull handles NT.STG 522…

Handle 32mm dia.

Product code

Product group 4810

 length (L) c/c measurement
 mm mm

Pull handles NT.STG 522… 

Pull handles NT.GST 522… 

made of stainless steel, material no 1.4401 (A4-AISI 316) brushed finish,

32 or 40mm dia. pull handles with 26mm dia. angled supports – 45°,  

standard lengths 350, 400, 500, 600, 700, 800, 1000, 1200, 1400  

and 1600mm, or adjustable c/c measurement ... mm.

Order details: 

– NT.STG/GST 522...

– product code

– c/c measurement (for pull handles)

–  fixing set (per fixing point)

– door thickness

fixing sets see pages 72 - 82

2015 140

2015 150

2015 170

2015 180

2015 181

2015 182

2015 184

2015 186

2015 188

2015 189

  350 150

  400 200

  500 300

  600 400

  700 500

  800 600

1000 800

1200 1000

1400 1200

1600 1400

c/c

X = projection
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Pull handles NT.GST 522…

Fixing center of supports (c/c) 

= total length (L) minus 200mm

or as indicated

max. c/c = L-36mm is possible.

 Additional support required  

for centers as of  1)

Handle 40mm dia.Handle 32mm dia.

Product codeProduct code

Product group 4800

total length adjustable 
c/c = L minus 200mm 

or as indicated

2495 030

2495 040

2495 050

2495 060

2495 070

2495 080

2495 090

2495 100

2495 110

2495 120

2495 130

2495 140

2495 150

  2495 1601)

2495 170

2495 180

2495 190

2495 200

2495 210

2495 220

2495 230

2495 240

2495 250

2495 260

2514 57E

26mm dia.

250 –   350 

351 –   450 

451 –   550 

551 –   650

651 –   750

751 –   850

851 –   950

951 – 1050

1051 – 1150

1151 – 1250

1251 – 1350

1351 – 1450

1451 – 1550

1551 – 1650

1651 – 1750

1751 – 1850

1851 – 1950

1951 – 2050

2051 – 2150

2151 – 2250

2251 – 2350

2351 – 2450

2451 – 2550

2551 – 2650

Additional

support

2497 030

2497 040

2497 050

2497 060

2497 070

2497 080

2497 090

2497 100

2497 110

2497 120

2497 130

2497 140

2497 150

2497 160

2497 170

2497 180

2497 190

2497 200

  2497 210
1)

2497 220

2497 230

2497 240

2497 250

2497 260

2515 22E

26mm dia.

c/c

X = projection
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Pull handles NT.GST 1222 / 1322  Adjustable Modular System

Order details: 

– NT.GST ...

– product code

– length

–  fixing set (per fixing point)

– door thickness

fixing sets see pages 68 - 69

Adjustable Modular System for pull handles NT.GST… 

made of stainless steel, material no. 1.4401 (A4 - AISI 316) brushed finish.

Tube 32 and 40mm dia., length of tube  2000, 3000 and  6000mm,  

to be cut to required length on site with  end and middle supports for tube   

32 and 40mm dia.

Tubes and supports will be supplied loose for fixing on site. Easy assembly on site  

due to simple fixing technique. 

An adjustable middle support (pin fixed) is recommended for use of tubes with a 

length as of 1550mm (32mm dia.) respectively 2050mm (40mm dia.) in order to 

stabilize the continuous  tube. 

Fixing sets for series 1200/1300 see pages 76 and 77.

NT 1222 

with straight supports

NT 1322 

with angled supports

www.relcross.co.uk



67

Adjustable Modular System Pull handles NT.GST 1222 / 1322 

1)   We recommend an additional middle support for pull handles with a length of more than 1550mm
 2)  We recommend an additional middle support for pull handles with a length of more than 2050mm

Fixing sets 1222/1322 series see next pages

NT.GST 1222… 

NT.GST 1322…

Pull handles NT.STG 1222…

with straight supports

Pull handles NT.STG 1322…

with angled supports
Handle 

32mm dia.

Handle 

40mm dia.

x

91mm

x

106mm

b

mm

b

mm

L

mm
Handle 32mm dia. Handle 40mm dia.

Product code Product code

Product group 5900

Product code Product code

46

46

b

mm

2176 110

  2176 1202)

2176 010

  2176 0201)

38

38

Handle 

32mm dia.

Handle 

40mm dia.

x

91mm

x

106mm

b

mm

Straight end support NT.1222.32 (40)

Straight middle support NT.1222.32 (40)

Product code Product code

Product group 5900

Product group 5900

2000

3000

6000

2176 100

2176 080

2176 090

2176 210

2176 200

2176 180

2176 190

2176 220

Stainless steel tube NT.1222…/1322…

Stainless steel tube NT.1222…/1322…

Stainless steel tube NT.1222…/1322…

Washer for tube NT.32 (40)

2176 050

2176 070

  2176 0601)

  2176 0401)

2176 150

2176 170

  2176 1602)

  2176 1402)

95

95

95

95

80

80

80

80

Angled end support NT.1322.32 (40).1

Angled bottom support NT.1322.32 (40).2

Angled middle support NT.1322.32 (40).M RH 

right-hand (as picture)

Angled middle support NT.1322.32 (40).M LH 

 left-hand

Washer for tube NT.32 (40)

c/c

c/c

c/c

c/c
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Product group 5900

Product code 

Fixing set NT.MB 1.1 A

back to back fixing for use with timber, PVCu and metal doors

NT.MB 1.1A  TS  38 -  48mm 

NT.MB 1.1A  TS  48 -  58mm  

NT.MB 1.1A  TS  58 -  68mm 

NT.MB 1.1A  TS  68 -  78mm 

NT.MB 1.1A  TS  78 -  88mm 

NT.MB 1.1A  TS  88 -  98mm 

NT.MB 1.1A  TS  98 - 108mm 

NT.MB 1.1A  TS 108 - 118mm 

NT.MB 1.1A  TS 118 - 128mm 

NT.MB 1.1A  TS 128 - 138mm 

Fixing set NT.MB 1.5 A

back fixing with screw cover cap  

for use with glass doors

NT.MB 1.5A  TS 8 - 12mm 0473 460

Fixing set NT.MB 1.2 A

concealed back fixing with screw cover cap for use with timber, 

PVCu and metal doors

NT.MB 1.2A  TS  38 -  48mm 

NT.MB 1.2A  TS  48 -  58mm 

NT.MB 1.2A TS  58 -  68mm 

NT.MB 1.2A TS  68 -  78mm 

NT.MB 1.2A TS  78 -  88mm 

NT.MB 1.2A TS  88 -  98mm 

NT.MB 1.2A TS  98 - 108mm 

NT.MB 1.2A TS 108 - 118mm 

NT.MB 1.2A TS 118 - 128mm 

NT.MB 1.2A TS 128 - 138mm 

0473 330

0473 340

0473 350

0473 360

0473 370

0473 380

0473 390

0473 400

0473 410

0473 420

Fixing set NT.MB 1.4 A

back to back fixing for use with glass doors

NT.MB 1.4A  TS 8 - 12mm 0473 440

Fixing sets - back to back fixing NT.GST 1222 / 1322

0473 110 

0473 120

0473 130

0473 140

0473 150

0473 160

0473 170

0473 180

0473 190

0473 200
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Product group 5900

Product code 

Fixing set NT.MB 1.3 K

face fixing for use with metal framed

or PVCu doors

NT.MB 1.3 K  K  9 - 19mm

NT.MB 1.3 K  K 19 - 29mm

NT.MB 1.3 K  K 29 - 39mm

0473 490

0473 500

0473 510

Fixing set NT.MB 1.3 R

face fixing for pin side handles only,  

for use with timber doors

NT.MB 1.3 R 0473 320

Fixing set NT.MB 1.3 H

face fixing for pin side handles only, for use with aluminium  

hollow profile doors with M8 fixing nut

NT.MB 1.3 H 0473 210

NT.GST 1222 / 1322 Fixing sets - Face fixing 
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NT 1422

32mm dia. 

with straight  

supports

Pull handles NT.STG 1422.32…

with straight supports, 26mm dia.

made of stainless steel, material no. 1.4401 (A4 - AISI 316) brushed finish,  

32mm dia. pull handle, length of tubes 350, 500, 800, 1000, 1200mm with  

straight supports 26mm dia., projection 92mm. Tubes and supports are  

supplied loose for fixing on site, other lengths of tubes on request.

Order details: 

- NT.STG 1422.32 ...

– product code

– length 

– fixing set (per fixing point)

– door thickness

fixing sets see pages 72 - 82

a

mm

x

mm

L

mm

Handle 

32mm dia.

92

92

92

92

92

100 -  250

250 -  400

500 -  700

700 -  900

800 - 1100

 350

 500

 800

1000

1200

Product code

Product group 4810

Pull handles NT.STG 1422 with adjustable c/c measurement

2545 140

2545 170

2545 182

2545 184

2545 186

Pull handles NT.STG 1422.32 

Pull handles NT.STG 1422.32

Pull handles NT.STG 1422.32

Pull handles NT.STG 1422.32

Pull handles NT.STG 1422.32

c/c
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NT 1522

32mm dia. 

with angled  

supports

Pull handles NT.STG 1522.32…

with angled supports, 45˚, 26mm dia.

made of stainless steel, material no. 1.4401 (A4 - AISI 316), brushed finish,  

32mm dia. pull handles, length of tubes 350, 500, 800, 1000 and 1200mm  

with angled supports 26mm dia., projection 92mm. Tubes and supports  

are supplied loose for fixing on site, other lengths of tubes on request.

Order details: 

- NT.STG 1522.32 ...

– product code

– length 

– fixing set (per fixing point)

– door thickness

fixing sets see pages 72 - 82

a

mm

x

mm

b

mm

L

mm

Handle 

32mm dia.

92

92

92

92

92

111

111

111

111

111

100 -  250

250 -  400

500 -  700

700 -  900

800 - 1100

 350

 500

 800

1000

1200

Product code

Product group 4810

with adjustable c/c measurement Pull handles NT.STG 1522 

2545 640

2545 670

2545 682

2545 684

2545 686

Pull handle NT.STG 1522.32 

Pull handle NT.STG 1522.32

Pull handle NT.STG 1522.32

Pull handle NT.STG 1522.32

Pull handle NT.STG 1522.32

c/c
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Fixing sets for pull handles

STAINLESS LINE Pull handles 26, 32 and 40mm dia.

– easy and quick installation

– high corrosion resistance

– solutions for all types of applications

– easy order procedure and simple stockholding

Product group 3000

Product code 

Universal fixing set for NT.Pull handles, 26, 32 and 40 mm dia.,  

suitable for back-to-back and face fixing. 

Back-to-back fixing:

- Pin side fixing on both sides of the door

- 1 fixing set per fixing point 

Face fixing:

- For use with timber, PVCu and metal doors, pin side fixing 

- 1 fixing set for 1 pull handle (two fixing points)

Fixing set consisting of:

2 stainless steel screw bolts M8, 2 fixing washers,  

2 self-tapping grub screws, 1 threaded sleeve M8x30,  

1 grub screw each M6x16, M8x47, M8x67..

NT.MU 1.1.3 X   

Fixing set for NT.Pull handles with cranked supports

Universal fixing set for NT.Pull handles with cranked supports,  

suitable for back-to-back and face fixing.

Back-to-back fixing:

- Pin side fixing on both sides of the door

- 1 fixing set per fixing point

Face fixing:

- For use with timber, PVCu and metal doors, pin side fixing 

- 1 fixing set for pull handle (two fixing points)

Fixing set consisting of:

2 stainless steel M8, 2 washers, 2 self-tapping grub screws,  

1 threaded sleeve M8x30,  

1 grub screw each M6x16, M8x47, M8x67.

NT.MU 1.1.3 X S

2373 210

2373 220
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Please indicate door thickness (TS). 

One fixing set is required for each fixing point.

Back to back fixing

Product group 3000

Product code 

Fixing set … 1.1A

Back to back fixing for use with timber,  

PVCu and metal doors

for 20mm dia. pulls and supports

drill a 10mm dia. hole

NT.MS 1.1A.20   TS 28 - 38mm

NT.MS 1.1A.20   TS 38 - 48mm

NT.MS 1.1A.20   TS 48 - 58mm

NT.MS 1.1A.20   TS 58 - 68mm

NT.MS 1.1A.20   TS 68 - 78mm

NT.MS 1.1A.20   TS 78 - 88mm

Product group 3000

2362 100

2362 110

2362 120

2362 130

2362 140

2362 150

Product group 2900

for 26-40mm dia. pulls and supports

drill a 12,5mm dia. hole

MU 1.1X   TS 38-72mm

2363 110

0472 110

Fixing set … 1.1X

back to back fixing for use with timber, PVCu and metal doors, 

both sides pin fixing

for 20mm dia. pulls and supports

drill a 10mm dia. hole

NT.MS 1.1X.20   TS 38-78mm

MU 1.1A   TS 28 - 38mm

MU 1.1A   TS 38 - 48mm

MU 1.1A   TS 48 - 58mm

MU 1.1A   TS 58 - 68mm

MU 1.1A   TS 68 - 78mm

MU 1.1A   TS 78 - 88mm

MU 1.1A   TS 88 - 98mm

for 26-40mm dia. pulls and supports

drill a 12,5mm dia. hole

0471 100

0471 110

0471 120

0471 130

0471 140

0471 150

0471 160

Product group 2900 
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Back to back fixing for glass doors

Product group 3000

Product code 

Fixing set … 1.4A

back to back fixing for use with glass doors

for 20mm dia. pulls and supports

drill a 10mm dia. hole

NT.MS 1.4A.20   TS 8 - 18mm

Product group 2900

for 26-40mm dia. pulls and supports

drill a 18mm dia. hole

MU 1.4A  TS 8 - 18mm 0471 440

Product group 3000

Fixing set … 1.4X

back to back fixing for use with glass doors,  

both sides pin fixing

for 20mm dia. pulls and supports

drill a 10mm dia. hole

NT.MS 1.4X.20   TS 8 - 12mm 2363 440

for 26-40mm dia. pulls and supports

drill a 18mm dia. hole 

MU 1.4X   TS 8 - 12mm

Product group 2900

0472 440

2362 440

Please indicate door thickness (TS). 

One fixing set is required for each fixing point.
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Product group 3000

Product code 

2362 540

Face fixing

Fixing set … 1.3K…

face fixing for pin side handles only, for use with hollow profile  

doors made of PVCu or aluminium with in-line (measurement K),  

supplied with special tapping screw, plug and washer.

for 20mm dia. pulls and supports

drill a 12,5mm dia. hole

NT.MS 1.3K.20   K   9 - 17mm in-line

0471 210

Product group 2900

2362 210

Product group 3000

Measurement K is the distance  
from door surface to back side

Product group 2900

for 26-40mm dia. pulls and supports

drill a 12,5mm dia. hole

MU 1.3K   K   9 - 17mm in-line 0471 540

Product group 3000

for 20mm dia. pulls and supports,

supplied with special bolt, thread and washer

drill a 10mm dia. hole

NT.MS 1.3K.20   K   9 - 23mm

NT.MS 1.3K.20   K 23 - 41mm

2362 220

2362 230

Product group 2900

for 26-40mm dia. pulls and supports,

supplied with special bolt, thread and washer

drill a 10mm dia. hole

MU 1.3K   K   9 - 23mm

MU 1.3K   K 23 - 41mm

0471 501

0471 502

Fixing set … 1.3H

face fixing for pin side handles only, for use with aluminium  

hollow profile doors with M8 fixing nut,

supplied with non standard M8 x 25 screw without nut

for 20mm dia. pulls and supports

NT.MS 1.3H.20

for 26-40mm dia. pulls and supports

MU 1.3H

Please indicate door thickness (TS). 

One fixing set is required for each fixing point.
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Face fixing

Product group 2900

Product code 

Fixing set … 1.3G

face fixing for pin side handles only, for use with  

aluminium hollow profile doors, 

supplied with non standard M12 screw, nut and  

friction washer

for 26-40mm dia. pulls and supports,

drill a 18mm dia. hole

MU 1.3G 0471 430

Fixing set … 1.3R

face fixing for pin side handles only, for use with timber  

doors, supplied with special screw, socket and washer

for 20mm dia. pulls and supports

drill a 9,5mm dia. hole

NT.MS 1.3R.20

Product group 3000

2362 320

Product group 2900

0471 320

0471 360

for 26-40mm dia. pulls and supports

drill a 9,5mm dia. hole

MU 1.3R L =  23mm

MU 1.3R L =  55mm

 One fixing set is required for each fixing point.
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Face fixing with cover rose

Fixing set … 1.2A

concealed back fixing with screw cap cover for use  

with timber, PVCu and metal doors

for 20-40mm dia. pulls and supports

drill a 10mm dia. hole

NT.MS 1.2A.20

Fixing set … 1.2A - AS

back fixing for pin side handles only, with screw cap cover  

for use with timber, PVCu and metal doors,

supplied with special screws and friction washer

for 20mm dia. pulls and supports

drill a 10mm dia. hole

NT.MS 1.2A.20 - AS   TS 38 - 78mm

for 26-40mm dia. pulls and supports

drill a 12,5mm dia. hole

NT.MS 1.2A.26

NT.MS 1.2A.32

NT.MS 1.2A.40

Product group 3000

Product code 

2365 020

2365 120

2365 220

2365 320

2365 850

for 26-40mm dia. pulls and supports

drill a 12,5mm dia. hole

NT.MS 1.2A - AS   TS 38 - 72mm 2365 830

Please indicate door thickness (TS). 

One fixing set is required for each fixing point.
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Back fixing with cover rose

Product group 3000

Product code 

Fixing set … 1.5A

back fixing with screw cap cover  

for use with glass doors

for 20mm dia. pulls and supports

drill a 10mm dia. hole 

NT.MS 1.5A.20   TS 8 - 18mm 2365 350

Fixing set … 1.5A - AS

fixing for pin side handles only, with screw cap  

cover for use with glass doors,

supplied with special screw, washer and cap cover

for 20mm dia. pulls and supports

drill a 10mm dia. hole

NT.MS 1.5A.20 - AS   TS 8 - 12mm 2365 860

for 26-40mm dia. pulls and supports

drill a 18mm dia. hole

NT.MS 1.5A - AS   TS 8 - 12mm 2365 840

for 26-40mm dia. pulls and supports

drill a 18mm dia. hole 

NT.MS 1.5A.26   TS 8 - 18mm

NT.MS 1.5A.32   TS 8 - 18mm

NT.MS 1.5A.40   TS 8 - 18mm

2365 050

2365 150

2365 250

Please indicate door thickness (TS). 

One fixing set is required for each fixing point.
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Face and back fixing with cover rose

Product group 3000

Product code 

Fixing set … 1.7A

back fixing with screw cap cover and rose for use with timber, 

PVCu and metal doors

for 20mm dia. pulls and supports

drill a 10mm dia. hole 

NT.MS 1.7A.20  with rose 55mm dia.

for 26-40mm dia. pulls and supports

NT.MS 1.9C.26 with steel-reinforced rose 70mm dia.

NT.MS 1.9C.32 with steel-reinforced rose 70mm dia.

NT.MS 1.9C.40 with steel-reinforced rose 80mm dia.

2365 630

2365 570

for 26-40mm dia. pulls and supports

drill a 12,5mm dia. hole  

NT.MS 1.7A.26  with steel-reinforced rose 70mm dia.

NT.MS 1.7A.32  with steel-reinforced rose 70mm dia.

NT.MS 1.7A.40  with steel-reinforced rose 80mm dia.

2365 070

2365 170

2365 270

Fixing set 1.9 …

face fixing with rose for use with timber doors,

supplied with 4 nos. 6x40mm wood screws

for 20mm dia. pulls and supports

NT.MS 1.9A.20 with rose 55mm dia.

2365 330

2371  130

2370 130

Please indicate door thickness (TS). 

One fixing set is required for each fixing point.
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Back to back fixing with rose

Product group 3000

Product code 

Fixing set 1.6C

back to back fixing with steel-reinforced roses  

for use with timber, PVCu and metal doors,

supplied with M12 screw, 4 nos. M5 socket screws

for 26-40mm dia. pulls and supports

drill a 6,5mm dia. hole

NT.MS 1.6C.26  with rose 70mm dia.

NT.MS 1.6C.32  with rose 70mm dia.

NT.MS 1.6C.40  with rose 80mm dia.

Fixing set … 1.6A 

back to back fixing with steel-reinforced roses  

for use with timber, PVCu and metal doors

for 20mm dia. pulls and supports

drill a 10mm dia. hole  

NT.MS 1.6A.20  with rose 55mm dia.

2365 470

2371 070

2370 070

2365 360

Please indicate door thickness (TS). 

One fixing set is required for each fixing point.
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500 / 1500 series, cranked supports 

Product group 3000

Product code 

Fixing set … NT.MS 1.1X S

back to back fixing for use with timber,  

PVCu and metal doors

drill a 10mm dia. hole 

NT.MS 1.1X S   TS 37 - 77mm 2373 010

Fixing set NT.MS 1.2AS - AS

face fixing with cover cap, 

door thickness 55 - 75mm

for use with timber,  

PVCu and metal doors, 

supplied with screws, washers and cover caps

drill a 10mm dia. hole

NT.MS 1.2AS - AS   TS 55 - 75mm 2365 870

Fixing set NT.MS 1.3R S

face fixing for timber doors, 

supplied with special socket and washer

drill a 9.5mm dia. hole

NT.MS 1.3R S      L = 25mm

NT.MS 1.3R S      L = 52mm

2372 420

2372 440

Please indicate door thickness (TS). 

One fixing set is required for each fixing point.
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500 / 1500 series, cranked supports  

Product group 3000

Product code 

Fixing set NT.MS 1.3K S

face fixing for pin side handles only, for use with hollow  

profile doors, made of PVCu or aluminium,  

with in-line (measurement K) 

drill a 12.5mm dia. hole

NT.MS 1.3K S    K �9 - 17mm in-line 

Fixing set NT.MS 1.3H S

face fixing for pin side handles only, for use with  

aluminium hollow profile doors with M8 fixing nut, 

supplied with special bolt M8x25 and washer,  

without nut

NT.MS 1.3H S 2372 410

2372 100

drill a 10mm dia. hole

NT.MS 1.3K S    K �9 - 23mm 

NT.MS 1.3K S    K 23 - 41mm 

2372 220

2372 230

Fixing set NT.MS 1.3G S

face fixing for pin side handles only, for use  

with aluminium hollow profile doors, 

supplied with special bolt M12, nut and washer

rill a 18mm dia. hole

NT.MS 1.3G S 2372 430

One fixing set is required for each fixing point.
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Explanation of short terms

 NT. PCT 1

fittings description

material surface

Symbols

Accessories

Symbols page 84

Doorstops floor  page 86

mounted

Toilet roll holder page 85 Spare toilet page 85

roll holder

Spare toilet page 85

roll holder 

Toilet brush set page 85

Doorstops wall page 86

mounted
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Symbols

Symbols …

125 x 125 x 1.5mm, made of stainless steel,  
material No. 1.4401 (A4, AISI 316), brushed finish,  
with a black outline figure, self-adhesive.

NT.PCT 1 man 2510 010

NT.PCT 2 woman 2510 020

NT.PCT 4 disabled 2510 040

Description
Product group 5600 

Product code
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Toilet Accessories

Description
Product group 5600 

Product code

Toilet brush set NT.BG 90 2290 180

made of stainless steel, material No. 1.4301 (A2, AISI 304), brushed  
finish, brush handle Ø 16mm, concealed fixing, removable for cleaning.
Supplied with plugs and screws for fixing to wall.

Toilet brush NT.BG 90.2 2290 182

brush handle made of stainless steel, brushed finish, brush head 
colour white. 

.

NORMBAU spare toilet brush head NT.BG 90.1 2290 181

colour white 

Toilet roll holder  NT.PRH 80 2290 040

made of stainless steel, material No. 1.4401 (A4, AISI 316), 
brushed finish, concealed fixing.
Fixing requires plugs and Ø 4mm screws (not supplied). 

Spare toilet roll holder NT.ERH 81 2290 050

made of stainless steel, material No. 1.4401 (A4, AISI 316), 
brushed finish, Ø 16mm, concealed fixing.
Fixing requires plugs and Ø 4mm screws (not supplied).

Spare toilet roll holder NT.ERH 82.1 2290 055

made of stainless steel, material No. 1.4401 (A4, AISI 316), 
brushed finish, Ø 16mm, concealed fixing.
Fixing requires plugs and Ø 4mm screws (not supplied).
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Doorstops

Description
Product group 4600 

Product code

Doorstop floor mounted NT.BP 52.40 2346 010

made of stainless steel, material 1.4401 (A4-AISI 316), 
brushed finish, buffer made of black Polyurethane, concealed 
anti-theft fixing. Requires Ø 6mm screws (not supplied).

Doorstop wall mounted NT.WP…

made of stainless steel, material 1.4401 (A4-AISI 316), 
brushed finish, buffer made of black Polyurethane, 
concealed anti-theft fixing. Requires Ø 6mm screws (not supplied).

NT.WP 32.22 2843 010

NT.WP 32.80 2843 020

Doorstop NT.UP 40.38 2346 110

made of stainless steel, material 1.4401 (A4-AISI 316), 
brushed finish, buffer made of black Polyurethane, concealed 
anti-theft fixing. Requires Ø 6mm screws (not supplied).

Doorstop EST.UP 30.38 2346 120

made of stainless steel, material 1.4301 (A2-AISI 304), 
brushed finish, buffer made of black Polyurethane, concealed 
anti-theft fixing.
Requires Ø 6mm screws (not supplied) Ø 6 x 60mm.

Doorstop floor mounted EST.BP 68 2346 210

made of stainless steel, material 1.4301 (A2-AISI 304),
brushed finish, buffer made of black Polyurethane, concealed 
anti-theft fixing. Supplied with screw.
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Toilet Accessories

Description
Product group 4600 

Product code

Inox Care Hook 2290 032

made of stainless steel, material No. 1.4301 (A2, AISI 304), 
brushed finish, concealed screw fixing,
supplied with plugs and screws 4mm dia.

Inox Care Hook 2290 034

made of stainless steel, material No. 1.4301 (A2, AISI 304), 
brushed finish, concealed screw fixing,
supplied with plugs and screws 4mm dia.

Hook with roses NT.WH …     

made of stainless steel, material No. 1.4401 (A4, AISI 316), 
brushed finish, concealed fixing.

NT.WH 40.2     2290 170

Supplied with plugs 8 mm and screws 6 x 50 mm 
for fixing to wall.  

NT.WH 40.1       2290 030

with screw M6 for fixing to panel

Buffered hook NT.TSTH…

made of stainless steel, material 1.4401 (A4-AISI 316), 
brushed finish, buffer made of black Polyurethane, 
concealed anti-theft fixing,

NT.TSTH 104.02  for wall 2290 025

Supplied with plugs and screws Ø 4mm for fixing to wall.

NT.TSTH 104.01  für for fixing to panel 2290 020

Supplied without plugs and screws Ø 4mm for fixing to panel.
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